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e@ Your car may have all or some of the components 
described in this manual. Therefore you may find 
explanations of equipment not installed in your car. 


@ Check with your Volkswagen dealer on available 
options or accessories. 
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@ Text, illustrations and specifications in this manual 
are based on the information available at the time 
of printing. 


e It has always been Volkswagen's policy to conti- 
nuously make technical improvements at any time 
during the model year. 
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Your new Volkswagen 


Your Owner’s Manual 


Your Warranty and 
Maintenance booklet 


BEFORE DRIVING 


is the result of many years of technical research and endurance 

testing. It is a sophisticated product of engineering, a car 

designed for maximum efficiency and driving pleasure, a car 
designed with your safety in mind. 


contains a host of useful information. Read it before you drive 

your new car. Acquaint yourself with your car's features and 

know how to operate it more safely. The more you know about 
your Volkswagen, the more you will enjoy driving it. 


FOR YOUR OWN PROTECTION and longer service life of your car, 

we ask you to heed our instructions and cautions. Ignoring them 

could result in extensive mechanical failure or even physical 
injury. 


explains how you can keep your Volkswagen in top driving condition 
by having it serviced regularly. Always have the Warranty & 
Maintenance booklet with you when you take your car to a 
W dealer for service. Your Service Adviser will record 

each service. ..and that’s a good record to have. 


The Qvoer's Manual and the Warranty & Maintenance 

0; should be left in the vehicle when sold, to make 

" gneratina safety and maintenance service infor- 
fnetion available to the next owner. 


Operating your car outside the U.S.A. or Canada 


Government regulations in the United 
States and Canada require that automo- 
biles meet specific emission regulations 
and safety standards. Therefore cars 
built for the U.S. and Canada differ from 
vehicles sold in other countries. 


If you plan to take your car outside the 
continental limits of the United States or 
Canada, there is the possibility that: 


@ gasoline may have a considerably 
lower octane rating. Excessive 
engine “knock” and serious engine 
damage could result; 


© service may be inadequate due to 
lack of proper service facilities, 
tools or testing equipment; 


©@ replacement parts may not be 
readily available; 


@ unleaded fuels for cars with cata- 
lytic converter may not be available. 


Volkswagen cannot be responsible for 
the mechanical damage that could 
result hecause of inadequate fuel, 
service oF paris availbili 


Certain Volkswagen models are availabl: 
for delivery in Europe under our touris 
delivery and return shipment program 


For details consult a VW dealer or write 
to: 

in U.S.A. Volkswagen of America, Inc. 
Tourist Delivery 

818 Sylvan Avenue 
Englewood Cliffs, N.J. 07632 


in Canada Volkswagen Canada Ltd. 
Tourist Delivery 
1920 Eglinton Avenue East 
Scarborough, 
Ontario M1L 2M2 


If you bought your car abroad and want 
to bring it back home, be sure to find out 
about shipping and forwarding require- 
ments, as well as current import and 
customs regulations. 


OPERATE YOUR CAR SAFELY 


A lot has gone into the manufacture of 
your Volkswagen, including advanced 
engineering techniques, rigid quality 
control and demanding inspections. 
These engineering and safety features 
will be enhanced by you, the safe driver, 


@ who knows the car and all controls 
@ who maintains the car properly 


© who uses driving skills wisely. 


Tum the engine off before you attempt 
any checks or repairs on the car. 


Before going on a trip 


1 ~Be sure tires are inflated correctly. 
Look for bruises and tire wear. 


2-See that wheel bolts are not loose 
or missing. 


3~ Check engine oil level, add if neces- 
sary. Make it a habit to have engine 
oil checked with every second fuel 
filing 


4-Check V-belt to assure proper 
engine cooling. 


5-Be sure you have a well charged 
battery, Each cell should be filled to 
level with distilled water. 


6~ Check brake fluid level. If too low, 
have brake system checked. 


7 - Replenish windshield washer fluid. 


8 - Re} 
ble 


wor or cracked wiper 


9- See that all windows are clear and 
unobstructed. 


10-Check whether headlight and tail 
light lenses are clean. 


11-Be sure all lights are working and 
headlights are aimed correctly. 


12- Check under car for leaks. 


You'll find helpful hints on how to 
perform most of these checks in this 
manual. If in doubt, have these checks 
performed by your dealer or any other 
qualified mechanic. 


In the driver's seat... 

1-Depress plate in the center of the 
steering wheel to check whether 
horn is working. 


2-Position seat for easy reach of 
controls, 


3- Adjust inside and outside rear view 
mirrors. 


4-Use safety belts 


5 - Check operation of foot and parking 
brakes. 


6 - Check all warning and indicator lights 
when starting the engine 


7 - DO NOT leave car idling unattended. 


8-Lock doors from inside, especially 
with children in the car. 


On the highway... 


1 - Always drive defensively. Expect the 
unexpected, 


2-Use signals to indicate turns and 
lane changes. 


3-Turn on headlights at dusk. 
4- Always keep a safe distance from the 
car in front of you, depending on 


traffic, road and weather conditions. 


5-Reduce speed during night hours 
and inclement weather. 


6-Observe speed 
highway signs 


limits and obey 


7 When tired, get off the highway, stop 
and take a rest. Turn the engine off 
DO NOT sit in the car with the engine 
idling See warnina on Engine 
Exhous 


8-When stopped or parked, always set 
the parking brake. 


9 -When stopped or stalled for reapairs, 
move the car well off the road. Set 
the emergency flasher and use road 
flares or other warning devices to 
warn other motorists. 


Have the engine oll and the V belt 
tension checked regularly, even inbet 
ween the recommended maintenance 
intervals. 


Vehicle Identification 


25-389 


Safety Compliance Sticker 


This sticker is your assurance that your 
new Volkswagen complies with all appli- 
cable Federal Motor Vehicle Safety 
Standards which were in effect at the 
time the vehicle was manufactured. You 
can find this sticker on the left doorjamb. 


The sticker also shows the manufac- 
turer's name, the month and year of 
production and the chassis number of 
your car (perforation) as well as the 
Gross Vehicle Weight Rating and the 
Gross Axle Weight Rating. 


The chassis number 


is located on the instrument panel on the 
driver's side so that it is visible from the 
outside through the windshield, 


The engine number 


is stamped on the alternator support 
flange. 


OPERATING CONTROLS 


Keys 


Your Volkswagen comes with a set of 
two keys. 


The key with the elongated head (A) is 
for the doors and the ignition/steering 
lock. 


DO NOT remove key from steering 
lock while you are driving or as the car 
is rolling to a stop. The steering 
column is locked when you remove the 
key, and you will not be able to steer 
the car. 


The key with the round head (B) is for 
the glove compartment door. 


For your protection against car theft: 


@ Record the key numbers and keep in 
a safe place, such as your wallet. 


NOT IN THE CAR. 


If you should lose a key, provide your 
VW dealer with the key number to 
obtain a duplicate key. 


@ Do not leave your car unattended with 
the key in the ignition lock. Take the 
key and lock the doors. 


The buzzer will sound when you open 
the driver's door and the key is still in 
the ignition lock. This is your reminder 
to remove the key and lock the doors 


Windows 


We recommend you do not put decals 
or other signs on the windows of your 
car that may interfere with the driver's 
vision, 


1- Window winder 


2- Knob for vent window, 

To open the vent window, turn knob 
into driving direction, move locking 
lever forward and push out window, 
To make closing the vent window 
easier, we suggest you first push on 
the forward part of the vent window 
so that it fits snugly against the 
Weatherstripping. Then grasp the 
knob, and move the lever back (9 lock 
it in place. 


Doors 

3~ Locking knob 

4- Inside door handle 

To lock and unlock doors 
from the outside 


@ Lock and unlock doors with the key 
by turning the key to the left or right. 


@ Doors can also be locked without a 
key, First depress locking knob (3), 
then squeeze trigger in outer door 
handle as you close door. 


To lock, unlock and open doors 
from the inside 


@ Lock and unlock by depressing or 
raising locking knob, 


@ Open door by pulling inside door 
handle (4). 


Always drive with locked doors to 
prevent inadvertent opening of a door 
from the inside; especially with small 
children in the car. 


Seats 


We recommend you do not adjust the 
driver's seat while driving. Your seat 
may suddenly jerk forward or back- 
ward, which could result in loss of 
control. 


Seat adjustment (forward or 
backward) 

@ Pull handle in front of seat. 

@ Slide seat to desired position. 

@ Let handle go, move seat slightly back 


and forth to make sure It is secuirelv 
engaged. 


ie = 

Seatback adjustment 

@ Turn wheel at side of seat cushion, 
with your body weight taken off the 
seatback. 


Front seat passengers should not ride 
in a moving car with the seatback 
reclined. Safety belts only offer protec- 
tion when the seatback Is In an upright 
driving position. 


Seatback release 


@ Pull lever on side of seatback UP. 
@ Tilt seatback forward and out of the 


way. 
If the levar connot asi) be moved 
upwaid, push the svaibeck slightly 
forwer) as you pull the lever up. 

Fy your ane your pessangors aatoe 
tio, seathecn jocks musi be eagagat 
fool (tar bile te cars Ty motion, 


Head restraints (adjustable) 


Head restraints are designed to help 
reduce injuries. For maximum protec- 
tion never drive the vehicle without 
head restraints. 


© To adjust height, pull restraint up or 

push down (a) 
To offer maximum support and 
protection, the upper edge of the 
restraint should be slightly higher 
than the level of your eyes. 

@ To tilt restraint forward or back, 
grasp it firmly with both hands and 
move to the desired position (b). | 
you can touch the restraint by tilting 
your head slightly to the rear, the 
restraint is properly adjusted, 


Safety belts 


For your and your passenger's protec- 
tion, wear safety belts at all times while 
the car is In motion. 


Belt warning system 


An audio-visual warning system is inter- 
connected with the driver's safety belt. 
Every time the ignition is turned on, the 
FASTEN BELTS warning light on the dash- 
board will come on for about 6 seconds 
as a reminder to buckle up. If the driver 
does not fasten the safety belt, the 
buzzer will also come on for the duration 
of this six second period. With the 
driver’s door closed, the buzzer will 30 
off as soon as the driver has buck 2d ip. 


Lap/shoulder belts for 
front seats 


A shoulder belt should not be worn by 
a person less than 4’ 7” or 1.40 m in 
height, because it would not be in its 
most prot position, and there- 
fore may increase the possibility of 
injury in a collision. 


The safety belts should not be used to 
hold a child's seat as the diagonal belt 
will not provide the needed protection. 


To fasten belt 


@ To fasten, grasp belt tongue and pull 
belt in continuous slow motion across 
your chest and lap. 


@ Insert belt tongue into buckle on 
inboard side of seat. Push down until 
it is securely locked with an audible 
click, 

Pull shoulder section up to make sure 
that the belt fits snugly across the 
hips. 


To unfasten belt 


@ To unfasten belt, push in release 
marked PRESS on buckle. Belt will 


spring ont OF Suckle 

@ To store tap/shoulder vel! allow belt 
to wind up on retract s vou auide 
boit tongue {0 i's stowed position on 
doorpest 


Important reminders 

© Belts should fit snugly across lap 
and chest. Make sure any slack is 
wound on the retractor. 

@ For maximum effectiveness, the lap 
belt portion should be worn low 
across the pelvis, 

@ Do not strap in more than one 
person with each belt. 

Belts should not be worn twisted. 

@ Make sure the belt of the unoccupied 
passenger seat is fully wound up on 
its retractor so that the belt tongue is 
in its stowed position on the door- 
post. This reduces the possibility of 
its becoming a striking object in case 
of a sudden stop. 

@ Do not drive with the rear seat 
cushion removed and the backrest 
folded down, In the folded-down posi- 
tion the backrest may interfere with 

front safety 


Inertia reel retractor 


The one-piece lap/shoulder belt with 
inertia reel locking mechanism adjusts 
automatically to your size and movements 
as long as the pull on the belt is slow, 
Rapid deceleration during hard braking or 
@ Collision locks the belt. The belt will also 
lock when you drive up or down a steep 
hill or in a sharp curve. 

T. release a locked belt, lean back to 
teve the body pressure off the belt. 


" 


Lap belts for rear seats 


The rear seats are equipped with lap 
belts with an automatic retractor. If you 
have pulled out too much of the belt, the 
retracting mechanism will take up the 
slack until the belt fits snugly across your 
lap and will stay locked in this position. 


To fasten belt 

@ To fasten lap belt, grasp belt tongue 
on outboard side of seat, pull across 
lap and insert in inboard buckle, 


To unfasten belt 


@ To unfasten belt, push in release 
marked PRESS in the buckle. 


@ To store belt, allow belt to wind up as 
you guide belt tongue to retractor. 


Belt tongue and buckle should always 
be kept on top of seat for ready use. 
Important reminders 
@ For maximum effectiveness, the lap 
belt portion should be worn low 


across the pelvic crest. 


@ Do not strap in more than one 
person in each belt. 


Belt care 


@ Belts that have been subjected to 
excessive stretch forces in an acci- 
dent should be replaced. If in doubt. 
see your dealer, 


@ If belts show damage to webbing 
bindings, buckles or retractors, they 
should’be replaced. 


@ ‘if belts do not work properly, see your 
WW dealer to have them repaired or 
replaced. 


@ Do not modify or disassemble the 
safety belts in your car. 


@ Keep belts clean, If they need 
cleaning, use a mild soap solution, but 
do not remove belts from car, DO 
NOT use other cleaning agents as 
they will weaken the webbing 


@ NEVER bleach or dye safety belts. 


@ DO NOT allow safety belts to retract 
until they are completely dry. 


Instrument panel 


1-Vents for heating/defrosting and fresh air ventilation 
(there are 2) . 
2 Vents for heating/defrosting and fresh air ventilation 
for the front side windows 
(there is one on each side)... .. + a+ vie 28,90 
3 - Speedometer dial with fuel gauge and warning lights. . . 14 
4-Vents for fresh air ventilation ne 30 
~Headlight switch, . . . . aa 4 16 


= Instrument illumination . . ; cage 
7 ~ Safety belt and brake warning light... . . . 9, 
8 - Control switch for Auxiliary Heater 

(optional equipment) .............-. Ro 


9 - Switch for rear window defogge”. 5 7 
40-Emergency flasher switch... . 7 


11-Plate over radio aperture 


12- Glove compartment, lockable . 


13 - Loudspeaker grille 


14 - Turn signal and headlight dimmer switch lever... . . 18 
15 - Windshield wiper/washer lever... ...... « we eid 
16 - Horn 


~ Ignition/steering lock . 
18 - Knob for fresh air fan , + 
19 - Fresh air control knobs (2) . . 


Spat light to illuminate the heater levers between 
the ‘ront seats. i ate 


Ashtray. 
Clock. os. 
Cigarette lighte 
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Ignition/steering lock 


The steering is equipped with an antitheft 
ignition lock 


Important reminders 
before starting 


Never start or let the engine run in an 
enclosed unventilated area, Exhaust 
fumes from the engine contain carbon 
monoxide which is a colorless and 
odorless gas. Carbon monoxide can 
be fatal if inhaled. 


For your protection, fasten safety belts. 


Move gearshift lever to Neutral before 
turning the ignition key. 


NEVER LEAVE ENGINE IDLING UNAT- 
TENDED. 


If warning lights should come on to 
indicate Improper operation, they 
would go unheeded. This could result 
in severe damage to the car. 


Switch positions 


1 -Ignition off/steering locked. 
Insert the key. If it is difficult to turn 
the key, gently move the steering 
wheel until the key turns freely. 


2-Ignition on/steering free (for towing) 
3 - Starter engages. 


The key returns to position» as ocr 
as the key is released, 


Do not operate starter continuously for 


more than 10 to 20 seconds. If engine 
fails to start, turn key back to Pos. 1 and 
restart. Allow about 1 minute between 
each starting attempt. See also “Starting 
hints’. 


Remove key and lock steering wheel 


@ Turn key back to Pos. 1 and pull out. 
Turn steering wheel until it locks. 


Only remove key after car has come to a 
standstill and parking brake is engaged 
NEVER remove key while driving or as 
car Is rolling to a stop, Since steering 
wheel locks, you could lose control of 
the car. 


Warning lights 


Warning lights for alternator, oil pres- 
sure, exheust ces recirculation (where 


applicesle) anc brake sysiem will light 
up When the ignition © turnad on, The 
lights should yo out siior (ie enaine is 
stirigd. The brake werning light will 
ui afiar the parking brake has baei full 


ralaasee 


Buzzer 


lf you leave the key in the ignition 
steering lock, the buzzer will sound when 
the driver's door is opened. This Is your 
reminder to remove the key. 


Instruments 


(en-39 


Speedometer dial 


The speedometer indicates the road 
speed; the odometer records the 
listance driven. The last digit in red ind 
utes 1/10 of a mile (kilometer in 
Yonada), 


Fuel gauge 


The fuel gauge is located in the speed- 
ometer dial. When the ignition is turned 
on the needle will indicate the fuel level 
within a few seconds, 

When the needle is on “R’, there is a 
reserve of about 1 gallon of fuel left in 
your tank... time to refuel at the next 
{gas station. 


The following indicator or warning lights 
are in the speedometer dial: 

Oil pressure warning light OIL 
lights up when the ignition is turned on. It 
should go out after the engine is started. 
Stop at once... 

if the oil pressure warning light comes on 
while you are driving. 

(Brake warning light also comes on due 
to design of electrical system. In case of 
brake failure, only brake warning light will 
come on.) 

Turn the engine off! 

Check the oil level to make sure you have 
enough oil. If the cause is somewhere 
else, do not drive on but contact your 
nearest VW dealer. 

‘An occasional flickering of the oil pres- 
sure warning light when the engine is 
idling after a long high-speed trip is no 
cause for concern if the light gous out 
upon acceleration. 


Note: 

The oil pressure warning light is not an 
indicator for low engine oil level. To 
check the oil level, always use dipstick 


(see page 52). 
Alternator warning light © 
lights up when the ignition is turned on. tt 
should go out after the engine is started. 
Stop at once... 

if the alternator warning light comes on 
while you are driving. 

Tur the engine off! 

Check first whether the V-belt is slipping 
or broken. The V-belt not only drives the 
alternator but also the fan that cools the 
engine. 

Tighten or replace the belt. See “Do-it- 
yourself Service”. 


Whenever stalled or for 


stopped 


repair, move the car well off the road. 


warning devices. Before working on 
any part in the engine compartment, 
turn the engine off and wait until the 
engine has cooled down sufficiently. 


Exhaus! gai 
recircu »‘ion ig) EGR 
(Ssevica reminder ~ 9 Cenede medels not 


Connected). 


The EGR indicator lamp will light up every 
15,000 miles or 24,000 kilometers. This is 
your reminder to take your car to your 
W) dealer for the scheduled emission 
control and maintenance services. 


and o 


High beam =D 


see “Turn signal/headlight dimmer switch 
lever", 


Turn signals 


Clock 


T> set the electric clock, depress the 
ko ob in the dial center and turn. 15 


Brake warning light (©) Brake 


lights up when the ignition is turned on. It 
should go out after the engine is started 
and the parking brake is fully released 
This Is your assurance that the brake 
warning light functions properly. 


If the brake warning light does not light 
up when turning the ignition on, or if it 
does not go out after starting the engine 
and releasing the parking brake, there 
may be a malfunction in the electrical 
system, If this is the case, contact your 
WW dealer. 


If the brake warning light lights up when 
you apply the brakes while driving, one of 
the two independently working brake 
circuits may have failed, First make sure 
the parking brake is fully released. 


Note: If one brake circuit may have 
failed, the other will still operate, but a 
longer distance and greater pedal 
pressure are required to bring the car 
to a halt. 


Pull off the road and stop. 


Try out the effectiveness of the brakes by 
carefully starting and stopping on the 
road shoulder. 


If you judge that the brakes operate 
safely enough to take you to the nearest 
dealer, proceed cautiously and at low 
speed. If you do not feel it safe to 
continue, have your car towed to the 
nearest dealer for repair. 


Headlight switch cy 


Depress the rocker switch to the first 
stop to turn on the parking, side marker, 
license plate, tail and instrument lights. 


Depress the switch to the second stop to 
turn on the headlights (ignition on). 


When the high beams are on, the blue 
indicator light will light up (see “Turn 
signal/headlight dimmer switch lever’). 


To conserve battery power, the head- 
lights will go out automatically when the 
ignition is turned off or when the engine 
is started, 


Instrument illumination 


Turn the thumb wheel next to the rocker 
witch to adjust the brightness of the 
etrument lights and the heater lever 
dot light. 


Rear window | 
defogger 


The rear window defogger will help to 
keep the inside of the rear window clear 
of condensation and frost in the winter, 


To turn on rear window defogger: 
@ Turn on ignition first. 


@ Depress lower half (symbol) of 
rocker switch. The control light in the 
switch will light up to remind you that 
the defogger is switched on. 


To give you full battery power while 
starting the engine, the operating rear 
window defogger will turn off automati- 
cally at this moment. 

After the rear window has been cleared, 
switch off the rear window defogger to 
avoid an unnecessary drain on the 
battery, 


To turn off rear window defogger: 


@ Depress upper half (blank) of rocker 
‘switch. 


Be careful when removing objects 
from the luggage compartment behind 
the rear si Sharp edges may 
damage the defogger wires in the rear 
window. Larger items may also rei + 
vision to the rear. 


Emergency 
flasher switch 


if your car is disabled or parked under 
emergency conditions, make all four turn 
signals flash simultaneously 


To turn on emergency flasher: 


@ Depress lower half (HAZARD) of 
rocker switch. The warning light in the 
switch flashes, too. 


To turn off emergency flasher: 


© Depress upper half (blank) of rocker 
‘switch. 
When the headlight switch is operated, 
the emergency flasher switch glows with 
reduced brightness for easy recognition 
in the dark. When the emergency flasher 
ist not in operation, the brightness of the 
light can be regulated together with the 
instrument panel lights (see instrument 
illumination). The light has full brightness 
when the emergency flasher system is in 
operation. 


Move the car well off the road when 
stalled or stopped for repairs. 


Do not park or operate the car in areas 
where the hot exhaust system may 
cone in contact with dry grass, brush, 
fi; spill or other flammable material. 
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Turn signal/headlight dimmer switch lever and windshield wiper/washer lever 


4 
4 


(0) 


& 
¥ 
: 


Turn signals = 


Lever in position O 
Lever up (R) = right turn signal 
Lever down (L) - left turn signal 


The green tum signal indicator light in the 
speedometer dial comes on when you 
‘operate the lever, 

The turn signals are cancelled automati- 
cally when you have completed a turn 
(like driving around a corner), and the 
steering wheel returns to the straight- 
ahead position, 

If a tum signal falls, the control light 
flashes at about twice the rm: 
frequency. Have your VW Dea'er « ech 

18 and repair it for you. 


- OFF 


There are two levers just behind the 
steering wheel: 

The lever on the left side is for the turn 
signal/headlight dimmer switch. 

The lever on the right side is for the wind- 
shield wiper/washer system. 

The turn signals and the windshield 
wipers only work with the ignition on. 


Lane changer 

To indicate your intention when changing 
lanes on expressways, lift or depress the 
lever up to the point of resistance. The 
lever will return to the OFF position when 
released. 


Headlight dimmer = 
To switch to either high or low beam, pull 
the lever toward the steering wheel (A). 


When high beams are on, the blue indi- 
cator light will light up. 


Heavioht flosher 

ou ban signal with te (in 
ve @t hora) auring spaa 
edly pulling and relea 


Windshield wipers WIPES? 


The windshield wipers can be operated at 
the following speeds: 


Lever In position © - OFF 

Lever up to position 1 - low speed 
Lever up to position 2 ~ high speed 
Lever down to position 4 - Intermittent 
wiping. The wipers sweep the windshield 
approximately every 10 seconds. 


Lifting the lever slightly without engaging 
the first stop allows the wipers to operate 
for as long as the lever is held in this posi 
ion. The lever will return to the OFF posi 
ion when released. 


To give you full battery power while 
starting the engine, operating windshield 
wipers will stop automatically at this 
moment. 


Always make sure that the wiper blades 
are in good condition. Poor blades 
reduce visibility and might create 
hazardous driving conditions. 


Be sure that the blades are not frozen to 
the windshield in winter. 


Avoid running the wiper blades over a dry 
windshield... you may scratch the glass. 
Spray washer fluid on it first. 


Windshield washer <5 WASH 


To spray washer fluid on the windshield, 
pull the lever toward the steering wheel 
(position 3). You can operate the washer 
from any selected wiping position, 


Automatic wash/wipe device 


If you pull the lever to position 3 from the 
OFF position, washer fluid is sprayed on 
the windshield and the wipers work 
When lever is released, washer stops 
immediately, but wipers will continue to 
run several times to dry the windshield. 


Interior light 


The light and light switch are on the 
mirror bracket. 


The switch positions are 


Left -ON (with doors open) 
Center - OFF 
Right —- ON (with doors closed) 


Assist handle and straps, 


coat hooks 

On the roc’ lnkecs just behind the head 
liner, the is an assist har for the 
front s° passanoer, are are also 
assist sicaps for the “2ar sect oassenaers 
aiid cog! Oks oN e8 sida of th 
ing 


Hang clothes in such a way that they do 
not impair the driver's vision. 


Sun visors 


You can lift the visors out of the center 
mounting and move them toward the 
door windows to prevent glare from the 
sides, 


A vanity mirror is on the back of the sun 
visor on the passenger's side. 


Rear view mirrors 


Adjust the outside and inside mirrors 
before driving off. It is important for safe 
driving that you have good vision to the 
rear. 


Outside mirror 


The outside mirror is hinged and folds flat 
against the car when struck from either 
direction. 


Inside day-night mirror 


You can adjust the day-night mirror from 
clear daylight visibility to non-glare visi- 
bility at night by moving the lever upward 
or downward at the bottom of the mirror. 


we) 
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Ashtrays 

Front ashtray (picture) 

Pull to open the ashtray in the instrument 
panel. To remove the tray, depress the 
top cover. Now pull out the tray, 

To put it back in, fold the top cover down, 


insert the tray in the guide rails and push 
in with the heel of your hand. 


Rear ashtray 


To remove the ashtray in the rear 
passenger compartment, press down on 
the tray and pull out, To reinstall, just 
push the ashtray back in again 


Cigarette lighter 


Push knob in, When lighter is ready for 
use, it will spring back. 

The socket of the cigarette lighter may be 
used for 12 volt appliances with maximum 
consumption of up to 200 watts. such « 
hand spot light, small vacuum cloanes 
20 etc. 


Glove compartment 
(lockable) 


To open ~- Squeeze the two lock 
latches together 

To close - Press door upward until 
lock engages 

To lock 


orunlock = Turn key to right or left 


The release for the front hood is inside 


the glove oonipartmen! locked glove 
compariment — preve nauthorized 
acoess (0 the luggage compartment and 
ihe spere whee 


= 


Luggage compartments 


Your VW has two luggage compartments, 
one under the front hood, and the other 
behind the rear seat. 


Since improper weight distribution can 
affect car handling, take advantage of the 
two luggage compartments. Load the 
front luggage compartment first, using 
the heaviest pieces of luggage, if 
possible, 


Front luggage compartment 


To unlock the front hood, pull the release 
lever inside the glove compartment. 


Now open the front hood by depressing 
the release button in the hood handle 


To lock the front hood, lower the hood 
and press the handle down firmly. Do ne 
press on either side of the hood, Make 
sure the hood is securely locked. 


Rear luggage compartment 


Additional luggage can be stored in the 
space behind the rear seat. You can 
expand this luggage area by folding the 
backrest down and fastening it in this 
position 

To release the backrest, pull the strap on 
the left, as seen in driving direction. When 
you fold the backrest back, it locks auto- 
matically in its place. 


After folding the rear seat forward to 
increase the loading area, make sure 
the front seats and seat backs are in 
securely latched positions. 


A - to shorten the strap 
B - to lengthen the strap 


To hold the backrest in the folded-down 
Position, hook the retaining strap (on the 
back of the backrest) under the clamp on 
the seat rail 


To adjust the length of the strap, unhook 
the strap and move the slide. 


Do not or ve with the « at cushion 
removes onc the backres! fo ded down. 
In the ‘olde cown oosition, the 
backrest may Jaterlare with (he opera: 


tion of tha front salaty batis 


Articles stored in the luggage area behind 
the rear seat can be concealed from the 
outside view by a cover. This cover is 
attached with hinges to the backrest. 
To make use of the cover, release the 
backrest and fold it forward. Lift the cover 
up. Then move backrest and cover back. 
The cover will rest on the edge below the 
rear window. Press the backrest back to 
lock it in place. 


We recommend you do not place arti- 
cles on the cover. Such items may 
become dangerous projectiles when 
dislodged during a sudden stop. They 
may also reduce the driver's vision to 
toe rear. 
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Convertible top 


The convertible top should never be 
opened or closed while the car is in 
motion. 


How to open the convertible top 
The top should be dry before you open it. 


1 - First release the locking levers on the 
sides above the windshield and fold 
the top back, 


2- Press down the top and engage the 
locking catches ~ 1 - on both sides. 
Make sure the padding does 1/2\ ge 
caught under the fold-down siop - 2 - 

22 or in the linkage. 


@g™ 


3-Now take the covering boot (a 
separate cover that comes with every 
new VW Convertible) and slide it over 
the folded-down top. Fasten inner and 
outer snaps on both sides. Pull boot 
down over edge where top joins body 
at rear as shown (arrows). Then 
fasten and snug up straps on inside 
Do not drive without covering boot 
and conve tihle down. Wind 
velocity could boven the folded 
prcding ane cause demage. 


cloze the convertible toy 


ak€ otf the boot end turh down 


=a 


the rear windows. Press the top 
down lightly to disengage the locking 
catches on both sides. Fold the top 
up and toward the front. 

2- From inside the car, grasp both levers 
and pull the top forward until the pins 
enter the guide holes on the wind 
shield frame. 

3-Engage the hooks at the end of the 
ever into the grasping brackets above 
the windshield frame, Now lock the 


top tightly by pushing the lever 
upward 
-As a last step, close the rear 
windows. 


Starting hints 


Never start or let the engine run in an 
enclosed, unventilated area. Exhaust 
fumes from the engine contain carbon 
monoxide, which Is a colorless and 
odorless gas. Carbon monoxide can 
be fatal if inhaled. 


For your protection, wear safety belts at 
all times while the car is in motion. 


Before turning the ignition key, make sure 
the gearshift lever is in Neutral. 


It is not necessary to depress the acceler- 
ator pedal when starting. This holds true 
for a cold engine and an engine at 
operating temperature no matter what the 
outside temperature is. The electronic 
fuel injection system, with which your 
Volkswagen is equipped, automatically 
supplies the required amount of fuel for 
starting. 


Winter starting 


Depress the clutch pedal when starting 
so that the starter only has to crank the 
engine. 


As soon as the engine starts, release the 
ignition key. 


If engine should fail to start after 10 to 20 
seconds, turn key back to position 1 and 
repeat starting procedure (see also “Igni- 
tion/steering lock"), 


Allow about 1 
starting attempt 


minute between each 


The warning lights for oil pressure and 
alternator in the speedometer dial and the 
brake warning light on the dashboard will 
light up when the ignition is turned on. 
The oil pressure and alternator warning 
lights should go out after you have 
started the engine. The brake warning 
light should go out after releasing the 
parking brake 


NEVER LEAVE CAR WITH ENGINE 
IDLING 


When starting engine, be ready to 
drive off immediately. Maintain 
moderate speed until engine is warm. 


If you leo.* ent)» Id”. cattended, 
warning, gi ts moy com? on to 
indicat= -nprop2: opers\on sould go 
bateetet Thi could rooull ta ovo 
comeqe (9 the < 


Do not park or operate the car in areas 
where the hot exhaust system may 
come in contact with dry grass, brush, 
fuel spill or other flammable material. 


Cars with catalytic converter 


If your Volkswagen is equipped with a 
catalytic converter as part of the emission 
control system, the following is important 
to know: 


After the engine is warmed up (not during 
or shortly after engine start-up) a malfunc- 
tion in the ignition system, caused by a 
faulty spark plug for instance, could 
reduce the effectiveness of the converter. 
To keep the converter operating properly, 
we advise you to slow down immediately 
if you should notice a sudden interruption 
in the pull of the engine under normal 
acceleration. This interruption could be 
for brief moments or of longer duration. 
Drive slowly (with half or less throttle) to 
the nearest VW dealer or other qualified 
workshop to have your ignition system 
checked and if necessary corrected, 
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Fuel supply 
[UNLEADED FUEL ONLY) 


REGULAR including low-lead and 


for cars with a catalytic converter (Cali- 
fornia models only). Such vehicles are so 
identified by a sticker on the dashboard 
and another sticker next to the fuel tank 
flap. 

Cars with catalytic converter 

Cars with catalytic converter need 
unleaded fuel. The catalytic converter is 
an efficient “clean-up" device built into 
the exhaust system of the car. The cata- 
lytic converter burns the undesirable 
pollutants in the exhaust gas before it is 
released into the atmosphere. 

Deposits from leaded gasolines destroy 
the catalytic converter and thus defeat its 
purpose to contro! harmful exhaust emis- 
sions, 

Cars with a catalytic converter, requiring 
unleaded fuel, have a smaller fuel tank 
opening, and gas station pumps have 
smaller nozzles. This will prevent acci- 
dental pumping of leaded fuel into cars 
with a catalytic converter, 


Unleaded fuels may not be available 
outside the continental U.S. and 


Canada. Therefore, we recommend you 
do not take your car to areas © ©our 
tries where unleaded fuel may not te 
24 available. 


unleaded fuel, of 91 RON octane rating, 
for cars without special marking. 

Min. octane rating is listed on a label on 
the inside of the fuel tank flap, 


Regular fuel and octane rating 


Octane rating Indicates a gasoline's 
abllity to resist detonation. Therefore, 
buying the correct octane gas is impor- 
tant to prevent engine "knock" 


Regular fuels have an octane rating 
ranging from 91 to 95 RON (Research 
Octane Number) or 87 to 91 CLC (U. S. 
Cost of Living Council Octane rating) 


The 91 RON octane rating which you will 
find on a label on the inside of the fuel 
tank flap of your car is based on the 
Tesearch method. The CLC octane rating 
usually displayed on U. S, gasoline pumps 
is calculated as follows: research octane 


number plus motor octane number, 
divided by 2, that is 
RON+MON 
2 


| The CLC octane rating is usually 4 
points less than the RON rating 


91 RON equals 87 CLC 
95 RON equals 91 CLC 


12-642 | 


Fuel filler neck is on the side panel above 
the right front fender. When putting cap 
back on, twist it clockwise until it stops 
with an audible click. 


Fuel tank capacity is listed under “Tech- 
nical Data/Capacities". 

The Auxillary Heater (optional equip- 
ment) must be turned off when filling 
the fuel tank. 


Never start or let the engine run in an 
enclosed unventilated area. Exhaust 
fumes from the engine contain carbon 
monoxide which is a colorless and 
sdorless gas. Carbon monoxide can 
9@ fatal if inhaled. 


Engine exhaust 


dangerous if inhaled 


Therefore: 


Never start or let the engine run in 
a closed garage. 


Exhaust fumes from the engine 
contain carbon monoxide, which is 
a colorless and odorless gas. 
Carbon monoxide can be fatal if 
inhaled. 


If you smell gas fumes in the car, 
drive with the windows open. Have 
the cause immediately located and 
corrected. 


Never carry additional fuel in 
portable containers in your car. 
Such containers, full or partially 
empty, may leak, cause ‘explo- 
sion, or result in fire in case of a 
collision. 


How you drive affects 
gas mileage 


Your Volkswagen gives you excellent fuel 
mileage. However fuel economy will vary 
depending on where, when and how you 
drive, optional equipment installed in your 
car, and the condition of your car. 


© Keep a light foot on the gas pedal 


© Drive smoothly, avoid abrupt changes 
in speed as much as possible. 


@ Avoid jack rabbit starts and sudden 
stops. 


@ Avoid unnecessary idling. Turn the 
engine off. 


@ “Warm up” idling wastes gas. Start 
the car just before you are ready to 
drive. Accelerate slowly and smoothly. 

@ Do not carry unnecessary weight 
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How to improve fuel 
mileage 


A well tuned and properly maintained car 
will help you get maximum fuel economy, 


@ Have your car tuned to specifications. 


© Fuel injection should be adjusted to 
specifications. 


© Spark plugs should be clean, properly 
gapped and firing efficiently. 


©@ Air cleaner should be dirtfree to allow 
proper engine “breathing”. 


@ Battery should be fully charged 
@ Wheels should be aligned, 


@ Tires should be inflated at correct 
pressures. 


Hand and foot controls 


1 - Clutch pedal 

Always depress the clutch pedal fully 
when changing gears. Do not hold the car 
on a steep hill with the clutch pedal 
partially depressed, This may cause pre- 
mature wear or damage. 


2 - Brake pedal 

Make sure that the movement of the 
brake pedal is not obstructed by a 
floor mat, or any other object. 

Brake system 


Your VW is equipped with a hydreull: du 
circuit brake system with drum orakos a 
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Brake operation and brake 
warning light 


Make it a habit to check the operation of 
your brakes before driving off. The brake 
warning light will light up if one of the 
brake circuits should fail. The warning 
light is explained under “Brake warning 
light" 


Keep in mind that the braking distance 
increases very rapidly as the speed 
increases. At 60 mph or 100 km/h, for 
example, it is not twice but four times 
longer than at 30 mph or 50 km/h. Tire 
traction is also less effective when the 
roads are wet and slippery. Therefore, 
always maintain a safe distance 


Moisture of brakes affects 
braking 


Driving through water may reduce the 
tire traction. Moisture on the brakes 
from road water or from washing the 
car may also affect braking efficiency. 


Cautie: 1) apcty the br-tss for a test. 
It yeu notice © lay in ‘he braking 
action. the bros may be wet. They 
‘Wil \-cry, eitee u ie 

bokes a fevr vores, but do bh very 


tiously, 


Brake wear 


Volkswagen automobiles have excellent 
brakes, but they are still subject to wear 

depending on how the brakes are 
used. If you find that the brake pedal 
travel has increased, have the brakes 
adjusted; if necessary, between the speci- 
fied maintenance intervals. 


New brake linings 


Brake linings may not have the highest 
possible braking efficiency when new. 
Therefore allow for longer braking 
distance during the initial 100 to 150 miles 
or 150 to 250 kilometers. 


3 ~ Accelerator pedal 


For good fuel economy we recommend 
smooth and even acceleration, Very fast, 
racy driving, alternating between full 
throttle and hard braking, raises the fuel 
consumption considerably, Also, tires 
and brake linings wear faster. 


4 - Gearshift lever 


The Manual Transmission is fully 
synchronized. The four forward gears and 
a reverse gear are arranged as illustrated, 
The shift pattern is also shown on the 
instrument panel below the speedometer. 


Resting your hand on the shift lever 


Knob while driving will cause premature 
wear to the transmission. 


Speed ranges 


You can drive your Volkswagen at full 
speed from the first day; there < 0 
break-in schedule. There are, however, 


certain recommended speed ranges for 
the various gears: 


1st gear 
2nd gear 
3rd gear 
4th gear 


up to 16 mph or 26 km/h 
11-34 mph or 18-54 km/h 
22-56 mph or 35-90 km/h 
from 31 mph or 50 km/h up 


If you have a traffic situation where it is 
necessary for you to overtake rapidly, you 
can accelerate, for a brief period only, up 
to 

37 mph or 60 km/h in 2nd gear 

62 mph or 100 km/h in 3rd gear 


Reverse 


Only shift into Reverse when the car is 
Not moving. 

To engage Reverse gear smoothly (espe- 
cially after some driving), depress the 
clutch pedal fully and rest the shift lever 
in Neutral for a few seconds before 
shifting into Reverse. 


To engage the reverse gear, press the 


lever down. fnov> '+ to “he tft and pull 
back. 

The backup lights jo iomatically 
when you angace the reverse gegr (with 
the ignition ca) 


5 - Parking brake lever 


To set the parking brake, press in the 
release button at the end of the lever as 
you pull up the lever. The parking brake is 
engaged as soon as you release the 
button on the raised lever. 


With the ignition on, the brake warning 
light will light up. 

To release the parking brake, pull the 
lever slightly up, depress the release 
button, and then push the lever all the 
way down. 


When the parking brake is fully 
released, the brake warning light will go 
out. 


Be sure the parking brake is fully 
released, because a partially engaged 
parking brake promotes wear of the 
brake linings. 


Do not remove the key from the 
steering lock while the car is rolling to 
a stop. The steering column is locked 
‘soon as you remove the key. Take 
out the key only after the car is 
parked. 


Always set the parking brake when 
perking your car. On steep hills also turn 
the wheels toward the curb. ar 


Heater/Defroster 


A fresh air heater/defroster is standard 
equipment on your Volkswagen. The 
control levers are located on the tunnel 
between the front seats. The heater lever 
spot light will illuminate the levers when 
the parking or headlights are turned on, 


The brightness of the spot light and instru- 
ment illumination can be ‘adjusted by 
turning the thumb wheel next to the light 
switch. See also page 16. 


CLIMATE CONTROLS 


1a - Heater temperature lever 
(TEMP) 

The lever toward the passenger's seat 

controls the temperature level 

Lever up - heat on fully 

Lever down - heat off 

By setting it at any intermediate position, 

you can select the degree of heat that is 

most comfortable for you. 

After a reasonable warm-up time, which 

also depends on the speed of the car, 

warm ai will enter the car's interior 

through the windshield vents - 1 -, the 

side window vents ~ 2 - and outlets in the 

front and rear footwells, 


Footwell outlets 


There ave {our (oowel! outie!, two in the 
front anc two in (/19 fey Tho ‘ront outlets 
are located just bane 2 doors, the 
(aor gutists ara under the rear seat. Fro) 
nd fear foot re aneo and close 
with the “he: bution lever = 1b = 


1b - Heat distribution lever for front 
and rear footwells (DEF-HEAT) 

With the lever on the tunnel next to the 

driver's seat you can control the distribu- 

tion of heat to the front and rear foot- 

wells. 

Lever down - front and rear footwells 
closed 

= front and rear footwells 
fully open 

You can select any intermediate position 

to regulate the distribution of heat to the 

front and rear footwells, 


Lever up 


2- Defroster vents for front side 
windows 

Volume and direction of the air coming 
from the outlets on the dashboard can be 
controlled separately by adjusting the 
flaps in the outlets. They can be opened 
or closed by pressing against one side of 
the flaps. When the flaps are closed, the 
entire volume of warm air flows through 
the vents at the windshield (- 1 -) 


Hints for defogging and defrosting 
Defogging and defrosting your windshield 


will be more effective if you direct the 
total air flow toward the windshield. 


Here is what to do: 


1, Heater temperature lever - 1a ~ all the 
way up (TEMP) - heat is on. 


2. Heat distribution lever - 1b - all the 
way down (DEF) ~ no heat to the front 
and rear footwells. 


3. Open the flaps in the front side window 
vents - 2 -. 


For defogging purposes it may be advis- 

able to add fresh air to the warm air flow: 

4. Turn the left fresh air k. ob - 19 - to the 
left and turn on the fresh air fan - 18 - 
(see next page). 


Now all air is directed toward the wind- 
shield and to the front side windows. 
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Ventilation 


Air enters the car through the grille on 
the front hood and inside vents. A water 
separator prevents rain from entering. 


A two-speed electric fan behind the 
instrument panel Increases the flow of air 
when driving at low speeds and also 
supplies fresh air when the car is 
standing still (ignition on). 


19 - Fresh air knobs 

You can regulate the volume and distribu- 
tion of fresh air with the two knobs, 
Left knob - turn to left: 


Air flow to windshield vent - 1 - and side 
window vents - 2 ~ increases, 


Right knob - turn to toft: 

Air flow toward passege’ compartment 
incresses (vents 4). The vanes in the 
venis cin be adjustec upward, downward 
ot sidowavs. 


To decrease the air flow, turn the knobs 
to the right. 


To stop the air flow completely, turn the 
knobs to the right beyond the pressure 
point. 


18 - Fresh air fan 


You can increase the regular air flow by 
turning on the two-speed fan. 


The switch positions are: 
0 - off 

| = low speed 

ll - high speed 


The fan operation is most effective if you 
have opened the fresh air vents by 
turning the fresh air knobs all the way to 
the left 


To give you full battery power while 
starting the engine, the operating fresh 
air fan will stop automatically at this 
moment. 


_ VW Auxiliary Heater 


(optional equipment) 


Do not start or let the engine or heater 
run in an enclosed, unventilated area to 
warm up the car. Exhaust fumes from 
the engine or gasoline heater contain 
carbon monoxide, which is a colorless 
and odorless gas. Carbon monoxide #1 
be fatal if inhaled. 


To turn the heater on, depress lower half 
(symbol) of the rocker switch. A green 
indicator light will light up in the switch. 


The indicator light will also glow when the 
headlight switch is operated while the 
heater is not in operation. This feature 
has been provided for easy recognition of 
the switch in the dark. 


To avoid an unnecessary drain on the 
battery, switch the heater off after about 
25-30 minutes if the engine has not been 
‘Started in the meantime. 


A heat limit switch will turn the heater off 
periodically. The heater will come on 
again automatically within 3 minutes. 


To turn the heater off, depress upper half 
(blank) of the rocker switch. The indicator 
light then goes out but the blower motor 
continues to run until the heater has 
cooled down. 


The heater must be turned off when 
filling the fuel tank. 

When it is very cold, full betery capacity 
is requires’ to stei ‘ne engine. To avoid 
starting <//iculties, | is pavieevie not to 
orehgat the vehicle interior uncdar Mes 


oridition 


The heater normally requires no special 
maintenance. It is advisable, however, to 
have the heater plug checked once a year 
before the cold weather sets in and a new 
plug installed if necessary, The fuel 
system should also be checked for cleanli- 
ness, and the electrical connections for 
tightness. 


During the winter and when driving over 
very poor roads, mud or snow may tend 
to accumulate in the exhaust and combus- 
tion air intake pipes. Have these pipes 
checked for blockage from time to time 
so that the heater continues to work prop- 
erly. 

When the heater is not in use for long 
periods, for instance during the summer, 
the fuel in the heater can evaporate. It is 
therefore advisable to operate the heater 
briefly once a month when it is not in 
regular use. 


Heat output: 8,000 BTU/h 

Fuel: Gasoline from fuel tank 
Fuel consumption: 

appr. 0.7 US. pint/h or 0.3 liter/h 
Electric consumption: 40 watts 
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VW Air Conditioner (optional equipment) 


Operating controls 


1 = Air volume switch ("FAN") 

This switch serves two functions. It turns 
the air conditioning system on and off and 
controls the fan speed. 

The sequence of the fan speeds is 
OFF - LOW - MEDIUM - HIGH 


2 ~ Air temperature control (“TEMP”) 


By turning the contro! to the right, the 
desired cooling range can be selected, It 
is in the coldest position when turned to 
the extreme right, 


3 - Air vents 


All vents can be adjusted up, down or 
sideways as follows: 

Up and down: by the small tab on the 
lower edge of the vent housing. 


To the sides: by the vanes in the vent 
housing 


Starting the Air Conditioner 


With the windows and fresh air regulator 
knobs closed, turn the air temperature 
control to the desired position and select 
the air volume speed desired. On 
‘extremely hot days turn the air volume to 
full capacity and open a window. Within 2 
few minutes, the hot air will be forced out 
of the car and the window can be rolled 
up as cooling starts, 


Adjust the air vents to the desired posi- 
tion. 


Stopping the Air Conditioner 


Turning the air volume switch to the 
“OFF” position stops the entire air condi- 
tioning system. 

When restarting a stalled engine, it is not 
necessary to turn off the air conditioner 
The operating air conditioner will turn off 
sutomatically at this moment. 


Operational hints 

If the car interior becomes too cold after 
adjusting the air volume, turn the air 
temperature control to the left until the 
desired comfort level is reached. 


If the windows fog over on the exterior 
on warm, humid days, turn the air temper- 
ature Control to the left until the windows 
clear up, or turn the windshield wipers on. 


If the windows fog over on the interior, 
they can be quickly cleared by turning on 
the air conditioner. 


During highway driving, set the air temper- 
ature control in approximately the middle 
position. 

You can also mix fresh air with air condi- 
tioned air by turning on fresh air ventila- 
tion (see page 30). 


©@ If cool air stops completely, turn the 
air conditioner off. Contact your VW 
dealer. He has the qualified personnel 
and proper workshop equipment to 
correct the problem. 


© If the engine tends to overheat, turn 
the air conditioner off until the 
coolant temperature reaches a normal 
level, 


@ If cool air flow decreases, the evano- 
rator may be icing up. To permit iha 


evaporator to defrost, turn the air 
conditioner off or reduce the fan 
speed and turn the temperature 
control knob to the left, After the evap- 
orator has defrosted, the controls can 
be reset for maximum cooling. 


Caution 

Should you suspect that your air condi- 
tioner is damaged, have it checked 
promptly for leaks or other damage. 
Leaks must be sealed immediately 
since loss of refrigerant may result in 
serious damage to the air conditioning 
system. 


Maintenance hints 


During the winter season, it is advisable 
to operate your Air Conditioner for a brief 
moment every week. This will help to 
keep the seals and fittings properly lubri- 
cated. 


The condenser should be checked period- 
ically for cleanliness. If clogged in any 
area with dirt or insects, the condenser 


should be weshes sown win water. 
If the concenser 3 are ben! the car 
should Se take a VW dealer for 


straightening of the condenser ‘ins 


After the winter months and before 
extended summer usage, the air condi- 
tioner should be checked and, if neces- 
sary serviced by a VW Dealer, 


An air-conditioned Volkswagen should 
only be raised on a lift that provides 
adequate clearance to prevent damage 
to the refrigerant hoses. 


Circuit breaker 


An automatic resetting circuit breaker for 
the power supply of the air conditioning 
system is located under the rear seat. It is 
connected directly to the battery. 


Payload reduction 


When a WW Air Conditioner is installed, 
the vehicle capacity weight will be 
reduced accordingly (see sticker on the 
inside of the glove compartment door) 


DO-IT-YOURSELF SERVICE 


Cleaning your VW 


The paint on your VW is very durable, and 
so is the upholstery. But a car can get a 
lot of abuse from industrial fumes and 
corrosive road salt to half-eaten lollipops 
and muddy dog feet. 

A well-cared-for VW can look like new 10 
years later. It all depends on the owner 
and the amount of care he is willing to 
give to his car. 

Here are a few hints on how to keep your 
W looking young and beautiful. We have 


listed some of the car-care products that 
you may find at your VW Dealer. 
Whenever using VW-recommended pro- 
ducts or other cleaning agents, follow 
the directions on the containers. Be 
aware of warning or caution labels. 


Washing your VW 


The longer the dirt is left on the paint, the 
greater the risk of damaging the glossy 


Application 


Volkswagen Product* 


Car wash and liquid wax 

Paint waxing 

Paint polishing and paint waxing to 
remove paint oxidation 

Preservation of chrome parts 

Paint touch-up 

Convertible top cleaning 

Leatherette and interior trim cleaning 

Whitewall tire cleaning 


Windshield cleaning and washer 
anti-freeze 


* These or similar products are avaliable at your Vi" dean 


Car Wash and Wax 
Car Wax 
Wax Polish combination 


Chrome Cleaner 
Touch-Up Paint (all colors) 
All Purpose Cleaner 


Windstiiald Washer Ant-Fr 


%< Solvent 


ze 


finish, elther by scratching if the dirt is 
rubbed into the paint, or simply by the 
chemical effect dirt particles have on the 
paint surface. 

Therefore, dirt should be washed off as 
soon as possible. NEVER WASH IN 
DIRECT SUNLIGHT. 

Use plenty of water, a car-wash and wax 
solution and a soft sponge or hose brush 
Begin by spraying water over the dry car 
to remove all loose dirt before applying 
the car-wash and wax solution, 

Use plenty of water to rinse the car off 
Wipe the car dry with a chamois to avoid 
water spots. 


Waxing 


Waxing is not really needed when you 
have washed your car with the car-wash 
and wax solution. If you do not use a car 
wash liquid with wax, apply wax to 
preserve the natural shine of the car. 
To obtain a long lasting wax finish, apply 
hard wax eight to ten weeks after buying 
the car. Wax again when water remains 
‘on the surface in large patches instead of 
farming beads and rolling off. 


Polishing 

Use a polish later in the car's life when 
the paint appears dull and loses its shine. 
Do not polish the new car. Always apply 
wax after polishing if the polish you are 
using does not contain a wax. 

Any wax polish combination polishes your 
car, removes paint oxidation and also 
waxes your car. 


Cleaning windows 


Clean windows with a sponge and warm 
water. Dry with a chamois. 


Weatherstrips 

To seal properly, weatherstrips around 
windows and doors must be pliable. To 
retain flexibility of the rubber, spray with 
silicone, available from your VW dealer, or 
coat with talcum powder. 


Windshield wiper blades 

Remove the wiper blades periodically and 
scrub with a hard bristle brush and 
alcohol or a strong detergent solution 


Chrome care 


To protect the car's chrome, 
chrome cleaner, 


Care of plastics 

If your car has decorative plastic stripes 
or panels, they will come clean during the 
normal car washing process. Should addi- 
tional cleaning or spot removal be neces- 
sary, use a soft brush or cloth soaked 
with all purpose cleaner. Do not us Wax 


apply 


or polish which could mar the plastic 
finish of the surface. 


Touch-up paint 

Your dealer has touch-up paint for minor 
scratches and stone chips. Scratches 
should be touched up soon after they 
‘occur. 


Care of chassis 

The underside of the car picks up dirt and 
salt and should be sprayed with a 
powerful jet of water. This is easier to do 
after the car has been driven in rain. 


Removing spots 


Do not use gasoline, kerosene, 
naphtha, nail polish remover or other 
volatile cleaning fluids. They may be 
toxic or flammable or hazardous in 
other ways. Only use spot removing 
fluids in well ventilated areas. Keep 
them out of reach of children. 

Tar 

Do not allow tar to remain on the paint 
finish. Remove it as soon as possible with 
a cloth soaked with a special paint 
cleaner. If you do not have a tar remover, 
you may substitute with turpentine. After 
applying a cleaning fluid, always wash 
with a lukewarm soap/water solution and 


apply a new Way coat. 
Insects 
Remove a> soon €5 ose):!= with @ luke 
Wet soap/water Solution or apaiy insect 
tenover 


Tree sap 
Remove with a lukewarm soap/water solu- 
tion. Do not allow tree sap to harden on 
the paint surface. 


Leatherette and interior trim 

Use all purpose cleaner or a dry foam 
cleaner, Grease or paint spots can be 
removed by wiping with a cloth soaked 
with all purpose cleaner. Leatherette 
parts of the headliner and side trim 
panels can be cleaned with a soft cloth or 
brush and all purpose cleaner. 


Cleaning the convertible top 

The top does not require any special 
care. Wash off dirt as soon as possible. 
Do not wash in direct sunlight. Use luke- 
warm water together with all purpose 
cleaner. A hard bristle brush will help to 
loosen dirt from the grained surface of 
the material. Avoid scratching the body of 
the car with the bristles. 

To remove spots, use a stronger solution 
of all purpose cleaner. Never use paint 
thinner, nail polish remover or similar 
agents as they may have adverse effects 
on the top material. 

After cleaning and washing the top, rinse 
the car well with clear water. 

Clean the pivot points of the top linkage 
from time to time, and lubricate them 
lightly with a few drops of oil. Wipe off 
2) cessive oil to prevent oil from dripping 
0 the top material, 
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Fuses and relays 


A failure in the electrical system may be 
caused by a blown fuse or a malfunc- 
tioning relay 


The fuse/relay box is located unter the 
dashboard. 


The fuses are protected by a transparent 
cover. 


Replacing a fuse 


Before replacing a fuse, the ground 
terminal of the battery should be 
disconnected. If this is not possible, 
turn off all electrical components and 
the Ignition; remove the key. 
Replacing a fuse or relay with the 
engine running or the ignition on could 
cause electrical shock, burns to hands 
and fingers. 


@ Take cover off. 


@ To replace a fuse, simply depress a 
contact on either side of the fuse. 


© Carefully install new fuse with metal 
strip facing you, The fuse must fit 
tightly between the contact springs ~ 
do not bend the springs 


@ Reinstall cover, 


When a fuse is blown it is not sufficient to 
merely replace it. The cause of the short 
circuit or overload must be found. On no 
account should fuses be patched up with 
tin foil or wire as this may cause serious 
damage elsewhere in the electrical 
circuit. 


It is advisable to always carry a few spare 
fuses in the car. 


Plug-in relays 


To preclude any possibility of damage, we 
recommend you have a malfunctioning 
relay cleciec and repliced by your VW 
deale 


Fuse arrangement 


according to the numbers on the fuse 

box cover: 

4 Tall light left 

2-Tall light right, parking and side 
marker lights, license plate light 

3- Low beam left 

4 Low beam right 

5~High beam left, high beam warning 
light 

6- High beam right 

7- (free for subsequent installation of 
electrical equipment) 

8 - Emergency flasher, clock 

9 - Interior light, cigarette lighter 

10 - Windshield wipers, fresh air fan, rear 
window defogger (switch current) 

11~Safety belt warning system 
warning light, stop lights, 
warning light, horn 

42-Turn signals, fuel gauge, warning 
lights for alternator, engine oll pres 
sure, turn signals and EGR (exhaust 
gas recirculation) 


Fuse No. 9 and 10 = 16 amps. (red color) 
ail other fuses = 8 amps. (white color) 


incl. 
brake 


Additional fuses 
Electrical equipment 


Fuse 


Location of fuse holder 


Back-up lights 


Rear window defogger 
(main current) 


Auxiliary heater 
(optional equipment) 


8 amp. 
8 amp. 


16 amp. 


In the engine compartment above the 
ignition coil (A) 


Underneath the rear seat on the left (B), 


(as seen in driving direction). 


In the front luggage compartment near 
the heater (C) 


To replace a fuse in an inline fuse holder, 
pull the holder out of the clip, where 
necessary. To open the holder, grasp 
both ends of the holder, press lightly 
together and twist counterclockwise. 
Install fuse. To close the holder, put both 
ends together again, press lightly and 
twist clockwise. 
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Removing and 
installing rear seat 


When taking out the rear seat, follow 
these steps: 


@ Unscrew Phillips screw in the center 
of the seat rail. 


@ Raise the front edge of the seat and 
pull it slightly toward you. 
Reposition the safety belts! 


@ For easier removal, tilt one side of the 
seat up and hold the seat diagonally 
while taking it out of the car, 


When putting the seat back in again, 
follow the same steps in reverse order: 


@ Lift the seat into the car, holding the 
seat diagonally with one end tilted up. 


© With the front end of the seat tilted 
up, slide the seat fully back under the 
backrest, Position the safety belts 
on top of the seat cushion. 


@ Press down the front edge of the seat 
to firmly position it in place. 


© Tighten Phillips screw. 

Do not drive with the rear seat cushion 
removed and the backrest folded down. 
In the folded down position, the 
backrest may interfere with the overs 


38 tion of the front safety belts. 


Bulb chart 
Always verify part number with your dealer 
Bulb for Trade US. Canada 
bulbs WW Part No W Part No 

Sealed beam (headlights) . . . 6014 2VP 118 114 N 176146 
Front turn signal/parking lights 4094 ZVP 118.034 N 177982 
Side marker lights 1816 ZAP 118 816 NA77I72 
Rear turn signal. . 1073 ZVP 118073 N 17312 
Stop lights .... . 1073 ‘ZVP 118073 N 177312 
Tail lights er zvp 118067 | N 177182 
Back-up lights , 1073 ZvP 118073 | N 177312 
License plate light 89 ZVP 118.089 N 177192 
Warning, indicator and instrument 

lights in speedometer . * N 177222 N 177222 
Warning and indicator lights 

for brake operation, 

emergency flasher, 

rear window celogger 

and Auxiliary eon - N 177512 N 177512 
Spot light for heater jever * N 177512 N 177512 
vterior High 8 zap t1e816 | N177172 


Replacing bulbs 


Headlights 


Your Volkswagen is equipped with double 
filament seven inch sealed beam units. 
Should it become necessary to replace a 
unit, loosen screw in the center of the 
trim ring below the headlight and take off 
the trim ring: 


Firmly gtasp the loose screw - a - 
(non-removable) and pull trim ring off. 


Remove three short screws -b- in 
sealed beam retaining ring and take ring 
off. 


Do not alter the position of the long 
headlight adjustment screws (-c-). 


Take sealed beam unit out of support ring 
and pull cable connector off. 


When installing new sealed beam units, 
be sure the three glass lugs engage prop- 
erly in the support ring. 


Loosely insert the screw for the trim ring 
and turn for 2 or 3 turns. 


Position edge of trim ring over upper lug. 
Press ring over lug and tighten screw. 


If no other headlight part as described 
here was removed or its position 
changed, it should not be necessary to 
aim the headlights. If in doubt have the 
adjustment checked at your dealer. 


Front turn signal/parking light bulb 
or side marker light bulb 


Remove two Phillips screws. 
Take off housing and lens. 


Gently press bulb into holder, turn and 
take out. 

Install new bulb, 

Be sure the gasket is properly positioned 
when reinstalling the housing and lens. 


Tighten screws evenly. Do not over- 
tighten as this may crack the lens. 
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Rear turn signal, stop/tail light or 
back-up light bulb 


Unscrew four Phillips screws and remove 
lens, 
Bulb positions: 

a ~ turn signal light 

b = stop light 

© = tail light 

d ~ back-up light 
Gently press bulb into holder, turn and 
take out. Install new bulb, 
Be sure the gasket is properly positioned 
when reinstalling the lens. Tighten screws 
evenly, Do not overtighten as ‘his me 
crack the lens. 


License plate light bulb 
Open rear hood, 


Remove screws on each side of lens and 
take off lens with bulb holder, 


Pull bulb holder out of lens. 


Gently press bulb into holder, turn and 
take out. 


Install new bulb, 


When installing 
gromiyot its 


ensure that the cable 
sperly 


Interior light bulb 


Insert screwdriver between upper edge 
of light housing cutout and mirror bracket 
and carefully pry out. 

Take out bulb. 

Install new bulb. 

Insert lower edge of light housing first 


and then press upper part into place on 
mirror bracket. 


Spare wheel 


The spare wheel is connected to the wind- 
shield washer container and supplies the 
pressure to operate the washer. The air 
supply to the windshield washer will be 
interrupted automatically by a cut-off 
valve if the tire pressure drops to 26 psi 
(1,8 kg/em2), This prevents the spare tire 
from being deflated below the required 
pressure. 


Check the tire pressure from time to time 
and maintain it up to a maximum of 42 psi 
(3.0 kg/em?). This pressure level is only 
required for the operation of the winc- 
shield washer system. For road us», 


adjust the spare tire pressure as speci- 
fied on the sticker on the inside of the 
glove compartment door. 


The spare wheel is stored horizontally 
under the luggage compartment cover 
under the front hood. To unlock the hood, 
pull the lever inside the glove compart- 
ment. 


Checking or correcting the tire 
pressure 


First unscrew the hose from the valve 
near the filler cap of the windshield 
washer container. The spare wheel is 
connected to this valve and can therefore 
be pressurized via this valve. Reconnect 
the hose to the vaive after checking or 
inflating the spare tire. 


Jack 


The jack is only to be used for changing 
@ wheel, Do not use it as a support to 
work underneath the car. 


The jack is located under the rear seat 
next to the battery. It is held in storage 
position by a clamp (A). To take out the 
Jack, take out the rear seat (see page 38) 
and lift the clamp. Before placing the jack 
back in storage, wind it down sufficiently 
and fasten the handle with the rubber 
band (B). Tighten the clamp (A) 


Changing a wheel 


If you have a flat tire, move off the road. 
Turn on the emergency flasher. In addi- 
tlon, mark the position of your car with 
flares or other warning devices to alert 
other motorists. 


Before you change a wheel, be sure the 
ground Is level and firm, especially near 
the rear wheels where the Jack ports are. 


Set the parking brake and block the 
wheels opposite the defective wheel on 
the other side of the car. 


For a more efficient and safe changing of 
a flat tire, observe the following 10 steps. 


Further on, we expand on these steps in 

greater detail. 

Step 1-Take out tools, jack and spare 
wheel, 

Step 2~- Remove protective caps. 

Step 3-Loosen wheel bolts. Do not 
take them out. 

Step 4 Securely insert the jack in jack 
port, There is one for each side. 
It Is under the running board 
toward the rear, and is used for 
front or rear wheel changing. 

Never jack the car up by the bumper or 

the running board. 


Step 5-Jack up car. 

Step 6 -Change wheel and handtighten 
wheel bolts. 

Step 7 - Lower car, 

Step 8~ Further tighten the wheel bolts. 

Step 9 - Reinstall protective caps or hub 

ap 
Step 1) = Cheol and correct tire pres- 


Step 1 


Take out the jack from under the rear 
seat next to the battery (see previous 
page) 

Take out tool kit and spare wheel from 
front luggage compartment. 


Before you take out the spare wheel, 
disconnect the hose leading to the wind- 
shield washer container (see arrow on 
picture 1) 


Step 2 


Remove protective caps for hub and 
wheel bolts with screwdriver. 


Step 3 


( 


Loosen all wheel bolts counterclockwise 
about one turn with the socket wrench. 
Insert the breaker bar to make full use of 
its leverage. Do not yet remove the 


bolts. 


Step 4 


Securely insert the jack into the jack port. 
There is one on each side under the 
running board toward the rear and is 
used for front and rear wheel changing 


Never jack the car up by the bumper or 


running board. 


Provide for a firm base for the Jack on 
the ground. If necessary, use a board 


Passengers 
when the 


ou’ 
w is j 


otr 
du 


in the car 


a=toraise b = to lower 
Step 5 


Do not raise the car until you are sure 
the jack Is securely engaged. 


To raise the car, turn the handle clock- 
wise. 


To get the jack as vertical as possible, 
push the upper part of the jack toward 
the body while you are jacking up the car. 
Only raise the car as much as is needed 
to change a wheel. 


44 torque of 94 ft Ib or 13 mkg. This 


Step 6 

Fully unscrew the wheel bolts, Place the 
spare wheel against the brake drum so 
that the bolt holes in the wheel are in line 
with the threaded holes in the brake 
drum, Insert the wheel bolts and hand- 
tighten them crosswise before jacking 
the car down, 


Step 7 


To lower the car, turn the handle counter- 
clockwise. 


BI2-658 


Step 8 

Then go crosswise from one bolt to 
another, tightening them firmly with the 
socket wrench and breaker bar. 


Correct tightness of the wheel bolts is 
important. 


Correctly tightened bolts shoulo hove 


Que 


can be obtained with socket wrench and 
breaker bar by any person of average 
strength. If in doubt about the correct 
tightness of the wheel bolts, have it 
checked with a torque wrench by your 
dealer or a service station. 


Step 9 
Reinstall the protective caps for the hub 
and the wheel bolts, 


Make suse the cops ore properly seated 


Step 10 
Correct the pressure of the tire you have 
just put on. 


Recommended tire pressures are listed 
on a sticker on the inside of the fuel tank 
flap. 

Place jack, wheel and tool kit in storage 
position (see also page 41). 


Have flat tire repaired as soon as possible 
because the spare wheel supplies the air 
pressure for the windshield washer. 


Winter operation 


Engine oll 

tends to thicken at low outside tempera- 
tures, which may cause starting diffi- 
culties, 

Refer to the viscosity chart under “Lubri- 
cants” to be sure the viscosity of the 
engine oil in your car still corresponds to 
the outside temperature recommenda- 
tion. 

When using multigrade oils, there is 
generally no need for @ seasonal oil 
change. 

Make it a habit to check the engine oil 
level with every second fuel filling. Lack 
of oil may lead to serious damage of the 
engine. 

Engine oil is necessary to lubricate all 
moving parts in the engine and also for 
engine cooling. 

If you drive mostly short distances in city 
traffic in the winter, have your engine oil 
changed more frequently. 


Transmission oil 


For the Transmission there are no special 
winter Instructions. 


Spark plugs 

Make sure the spark plugs are not worn 
or have a gap larger than 0.028 in. or 0.7 
mm. 

For further details see page 50. 


Battery 

During the winter months, more energy is 
consumed when starting at very low 
temperatures. Lights and the rear window 
defogger are used more often. Besides, 
the battery capacity tends to decrease as 
the temperature drops. 

Therefore, it is very important to keep 
your battery in the best possible condi- 
tion. See also chapter on “Battery". 


Do not expose battery to open flame 
or electric spark as hydrogen gas 
generated by the battery is explosive. 
Do not let battery acid come in 
contact with skin, eyes, fabric or 
painted surfaces. 


If you mainly drive short distances or in 
city traffic in the winter, have the battery 


checked and, if necessary, charged 
between reaular inspections. 

See “Be!iory Cherging" 

Windshield wipe 

Always iocsen frozen w adas troy 
mindsnield. They mey tear otherwise 


Windshield washer 

Always use a windshield washer anti- 
freeze & solvent, to prevent the fluid from 
freezing. Follow the instructions on the 
can for the right amount to be used. 


Door locks 

can freeze in the winter if water gets into 
them. When washing your car in the 
winter, do not aim the water jet directly at 
the locks. It is a good idea to put tape 
over the keyholes to prevent the water 
from seeping in. Water in the looks must 
be removed with compressed air after- 
wards. Squirt lock de-icer, anti-freeze or 
glycerine into the lock cylinders to 
Prevent the locks from freezing. 

To free a frozen lock, warm up the key 
before inserting it. It might also help to 
warm the lock. Do not use hot water as it 
will later freeze in the lock. 


Emergency equipment 

It Is good planning to carry emergency 
equipment in your car. Some of the things 
you should have are: window scraper, 
‘snow brush, container or bag of sand or 
salt, flares, small shovel, firstaid kit, etc. 
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Tires 


Your Volkswagen is equipped with tube- 
less steel belted radial tires. The original 
equipment tires on your car comply with 


all applicable Federal Motor Vehicle 
Safety Standards. 
Tire pressures 
W-recommended cold tire inflation 


pressures are listed on a sticker on the 
inside of the glove compartment door. 
In the interest of safety, check the tire 
pressure of all tires, including the spare 
tire, at least once @ week, and always 
before going on a long trip. 

Do not exceed the maximum tire infla- 
tion pressure listed on the tire sidewall. 
For good car handling and long tire 
service life, it is important to maintain 
recommended tire pressures. Tires which 
are inflated above or below specifications 
can cause increased tire wear, increased 
gas consumption and affect the road 
holding of the car, 

Cold tire inflation pressure means: 
when a car has not been driven for at 
least 3 hours or less than 1 mile. 
Always use tire pressure gauge when 
checking inflation pressures. 


Spare tire pressure 


Since the spare tire supplies the pressure 
to operate the windshield washer, the 
pressure of the spare tire should be 
between 29-42 psi (2,0-3.0 kg/cm®). This 
pressure level is only to be maintained for 
the operation of the windshield washer 
system. For road use, the pressure in the 
spare tire should be adjusted as specified 
on the sticker on the inside of the glove 
compartment door. 


Wheel balancing 

A wheel should always be blanced after a 
tire repair. Even with regular use a wheel 
can get out of blance, and should there- 
fore be balanced from time to time. Unbal- 
anced wheels may affect car handling and 
tire life. 


Tire rotation 

Inspec! your jires at roguiny intervals of 
2,000 iiles or 9,900 \loneters. If you 
elise unusual or unevan wear, whoels 
might raed piignmant s should b 


1 
alenced. Consul: your W 


alii 


Tire manufacturers recommend rotation 
every 7,000 miles or 12,000 kilometers to 
promote longer tire wear. Wheel rotating 
and balancing, although an expense to 
you, will help to increase tire life. 

The above sketch illustrates how tires can 
be rotated, depending on whether or not 
you want to include your spare tire. After 
fotation adjust tire pressure and torque 
wheel nuts diagonally to 94 ft Ib/13 mkg 
please refer to “Changing a wheel” on 
pages 42-44) 


This tire is unsafe, since tread wear Indicators are visible 
eres two adjacent grooves, 


Tire wear 

The original equipment tires on your VW 
have built-in tread wear indicators. They 
are molded into the bottom of the tread 
grooves and will appear as approximately 
V/2 in (12 mm) bands when the tire tread 
depth is down to 1/16 of an in (1.6 mm). 
When the indicators appear in two or 
more adjacent grooves, it is time to 
replace the tires. We recommend, 
however, that you do not let the tires 
wear down to this extent. Worn tires 
cannot grip the road surface properly, 
and are even less effective on wet roads. 


Do not drive with worn tires or tires 
showing cuts or bruises as they may 
lead to sudden deflation. 


If you notice that tires are wearing une- 
venly, consult your VW dealer. Uneven 
wear may not always be due to improper 
Wheel alignment. It can be the result of 
individual driving habits such as cornering 
at high speeds. If the tire pressure is not 
checked and adjusted regularly, abnormal 
tire wear can also occur. 


Tire replacement 


In the interest of maximum safety and 
best all-round car handling, always buy 
replacement tires that show the same 
specifications with regard to tire size, 
design, load carrying capacity, tread 
pattern, etc. This also applies to VW-re- 
commended alternate replacement tires. 
For further details, consult your VW 
dealer, 


Replace all 4 tires at the same time. If this 
is not possible, replace tires in pairs, 
either front or rear. Do not combine tires 
of different design, size or tread pattern. 
Tire specifications are imprinted on the 
sidewall of the tires. If in doubt, check 
with your VW dealer 

Whenever reglaceg a ‘ut 
always install a naw valve ste 


ass tire, 


New tires do not possess maximum trac- 
tion. They tend to be slippery. Break new 
tires in by driving at moderate speed for 
the first 100 miles or 160 kilometers. 


Tire care 


@ Frequently check tires for uneven 
wear and damage. 


Remove imbedded material. 
Replace worn or damaged 
promptly. 

Replace missing valve dust caps. 
Keep oil and gasoline from tires. 
Keep tires inflated correctly 


tires 


Winter tires 

Winter tires give good traction in snow or 
‘slush. 

For more traction on snow and ice, you 
may want to use winter tires with studs, 
but check with your local Motor Vehicle 
Bureau for possible restrictions. 
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Winter tires should have the same load 
capacity as original equipment tires, and 
should always be mounted on all four 
whee 
Winter tires with studs should be run at 
moderate speeds when new in order to 
give the studs time to settle. 

Tires with badly worn treads and studs 
are very dangerous. Make sure they are 
replaced in time. 

Winter tires do not fulfill their purpose if 
the tread depth is less than 5/s2 in (4 mm). 
For safety reasons, it is not advisable to 
drive a vehicle mounted with winter tires 
at prolonged high speed. You cannot 
expect winter tires to have the same 
degree of traction on dry, wet or snow- 
free roads as a normal tire, 
Furthermore, winter tires wear rapidly 
under these conditions, particularly at 
high speeds, 


Removing and storing winter tires 


The driving direction should be clearly 
marked on all tires before removing them 
for storage, This is to make sure that they 
are mounted and run in the same direc- 
tion as before. 


Store tires in a cool and dry place. 


Snow chains 


Snow chains may only be used on the 
rear wheels. 


Check with your 
regarding restrictions. 


Only use chains with fine pitch links 
protruding no more than ‘/e in/15 mm 
from tire tread and side walls, including 
tensioner. 


local authorities 


Remove the chains as soon as the roads 
become free of snow as they may 
promote increased tire wear. 


Exercise extreme caution when working under the engine hood 


The engine compartment of any motor 
vehicle is a potentially hazardous area. If 
you are not fully familiar with proper repair 
procedures, do not attempt the adjust- 
ments described on the following pages. 


This caution applies to the entire vehicle. 


@ Before working on any part in the 
engine compartment, turn the 
engine off and let it cool down sutfi- 
ciently. 


©@ If work has to be done with the 
engine running, exercice extreme 
caution to prevent neckties, 
jewelry or long hair from getting 
caught in the V-belt. 


@ Be alert and cautious around 
engine at all times while the engine 
Is running. 


@ Do not smoke or allow an open 
flame around gasoline. 


@ Keep a fire extinguisher in close 
reach. 


© Always support your car with © !ncomplete or improper servicing may 


safety stands if it is necessary to 
work underneath the car. The jack 
supplied with the car is not 
adequate for this purpose. 


@ When working under the car 
without safety stands but with the 
wheels on the ground, make sure 
the car is on level ground, that the 
wheels are blocked with wedges 
and that the engine cannot be 
started. REMOVE THE IGNITION 
KEY. 


cause problems in the operation of 
the car. If in doubt about any 
servicing, have it done by your VW 
dealer or any other properly equipped 
and qualified workshop. 


Improper maintenance during the 
warranty period may affect your 
warranty coverage. 
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0.028 in 


(0.7 mm) 
T 


Cleaning or replacing spark plugs 


Turn the engine off! 


Removing spark plugs 
Grasp the spark plug connector and pull 
it off. Do not pull on the ignition wires as 
they may separate from the connectors. 
Unscrew the spark plugs with a suitable 
spark plug wrench. 


Cleaning spark plugs 

Dirty spark plugs should be cleaned with 
a sand blaster, but if not available, the 
carbon can be removed with a wooden or 
plastic pick, Do not use a wire brush, 
The plugs should also be clean and dry 
on the outside to avoid shorting and 
arcing. 


The oop can be ¢ bending the 
outelie electroce. should be 
0.028 ach (0.7 sm) 


Since the spark plug gap tends to 
increase in time during normal operation, 
it Is advisable to replace spark plugs peri- 
odically (see Maintenance Schedule), 


Installing spark plugs 

Insert them by hand and screw them into 
the cylinder head as far as they will go. 
Only then use the spark plug wrench to 
tighten them firmly. Do not overtighten. 


a ~ to loosen b - to tighten 


Adjusting or replacing 
V-belt 


Turn the engine off! 


To adjust the belt, remove the rear half of 
the pulley on the alternator. When loos- 
ening and tightening the nut, place a 
screwdriver through the cut-out in the 
front half of pulley and support the screw- 
driver as shown in the picture. 


“Bi2-648) 


The belt tension is adjusted by varying 
the number of washers between the 
pulley halves. Taking washers out 
increases the tension, putting them in 
decreases it. Extra washers are stored on 
the outside of the pulley half. 

The V-belt must not be too tight or too 
loose when you are making the following 
belt tension check: Depress one side of 
the belt at the center between the two 
pulleys. The tension is correct if the belt 
can be depressed between 0.43 (’/1) in. 


or 14. mm one 0.56 (°/18) im. or St mm ata 
pressure 0! 16.5 1b 0° 7.8 ko (e lirm press 
with your (humb 


This is only a temporary adjustment. 
Have final adjustment made by your 
dealer. 

A new belt may stretch slightly at first. To 
compensate for this, the belt should be 
slightly tighter when first installed. The 
deflection should be between 0.35 ("'/s2) 
in, of 9 mm and 0.43 (7/16) in. of 11 mm at 
the same pressure. The correct belt 
tension will then be reached after about 
30 minutes of operation. 

The heavy-duty V-belt has a very low 
stretch factor. When properly installed, 
the belt tension will remain fairly constant. 
Volkswagen-recommended V-belts have 
a relatively long service life, however, it is 
good planning to always carry a spare 
belt in your car. 

For the correct designation on the belt, 
see page 68. 


— 
Engine oil 


Checking the level 

Caution: 

Lack of sufficient engine oll may lead 

to severe engine damage. 

@ To get a true reading, the car should 
be on level ground. After turning off 
the engine, wait a few minutes for the 
oil to return to the crankcase. 

@ Pull out dipstick and wipe it clean with 
a rag. 

@ Reinsert dipstick; push it in all the way 
for an accurate reading. 

@ Pull dipstick out again. The oii lovel 
correct if it is between the "ay an 

52 “min” marks on the dipstick 


@ {f oil level is below “min” mark or not 
showing on dipstick, add oil immedi- 
ately. 


The difference between the “min” and 
“max” marks is about 1.3 U.S. quarts 
or 1.25 liter. 


The engine in your car depends on oll to. 
lubricate and cool all of its moving 
parts. Therefore the engine oil should 
be checked regularly and kept at the 
required level. Make it a habit to have 
the engine oil level checked with every 
second fuel filling. 


Engine oil consumption 


It is normal for your engine to consume 
oil. The rate of oil consumption depends 
on the quality and viscosity of oil, the 
speed at which the engine is operated, 
the climate road conditions as well as the 
amount of dilution and oxidation of the 
lubricant. 

Because of these variables, no standard 
rate of oll consumption can be esta- 


blishec, but c\ivers i'd expect an 
ineressad oll. consumpiion ot high speeds 
and whan the engine sr 


The olf consumption 1 
4.7 U.S. quarts or 1,6 liters per 1000 miles 
af 1600 kilomet 


fe up to: 


Adding engine oil 


@ Unscrew cap from oil filler neck. 


@ Only add the amount of oil that is 
needed. Always select a quality oil 
The correct oil grade and viscosity 
recommendation is given under “Lubri~ 
cants", 


@ When putting the threaded cover 
(arrow) back on, turn it clockwise, but 
do not overtighten, 


See also CAUTIONS on page 49. 


Changing the engine oil 


Change the oil in your engine regularly 
(see Maintenance Schedule). This is very 
important as the lubricating properties of 
oil diminish gradually during normal opera- 
tion of the car, 


if you drive mostly short distances or in 
dusty areas, the engine oil should be 
changed more frequently. 


Drain the oil when the engine is still warm. 
Loosen all six cap nuts. Then, after 
removing five of the nuts, pry the oil 
strainer cover loose. Allow the oil to 
drain. 


After the oil is drained, remove the oil 
strainer to clean it. The cleaning of the 
strainer should be done with every oil 
change. Use new gaskets and washers 
when re-installing the strainer to be sure 
no oll leak: wi!) develop t 


Tighten Ceo nuts 1 9 crosswis: 
a torque of § ft Ib (0.7 mkg), 


attern to 


@ Fill the engine with oil labeled “For 
Service API/SE”. 


Engine oll capacity is listed under "Capaci- 
ties". 


Be mindful of how you dispose of used 
engine oll, Do not dump it on garden 
soil, wooded areas, into open streams 
‘or down sewage drains. 


Local zoning ordinances or environmental 
regulations will tell you how you can 
dispose of it. Should the discarding of the 
old oil present @ problem to you, we 
suggest you have the oil changed at your 
dealer or a service station. 


Because of the detergent additives in the 
oil, the fresh oil will look dark after the 
engine has been running for a short time. 
This is normal and there is no reason to 
change the oil more often than recom- 
mended by the manufacturer. 


See also CAUTIONS on page 49. 


Transmission Oil 


Both transmission and final drive are 
combined in one housing, The lubricant 
used is hypoid oil which does not have to 
be changed, 


Should the need arise to add oil, it should 
only be done with the necessary work- 
shop equipment. 


Air Cleaner 


All the dust present in the air drawn in by 
the engine is retained by the filter 
element in the air cleaner, 


A dirty filter element not only reduces the 
engine output but can also cause prema- 
ture engine wear. Under normal condi- 
tions it is not necessary to service the 
filter element more frequently than is 
mentioned in the Maintenance Schedule. 
If local conditions are such that the 
vehicle Is often driven on very dusty 
roads, the cleaner must be serviced more 
frequently, even daily if necessary. 


To clean or to replace the filter element, 
do the following: 


Release the four clips -A~ and take top 
part of ai cleaner off. 


Pull hose -B- off. 


Take the filter element out and clean or 
replace it. Remove the dirt by shaking the 
filter element out, with the dirttrapping 
side down. 

Note 

The paper filter element must never be 


cleanet or with gasoline, 
cleaning ‘ules or ol 
Whee stalling 1/12 aly clesnor, make sure 


the element is properly seated and hose 
properly conneciec 


Lubrication 


Door hinges and locks 


The door hinges have to be lubricated at 
specified intervals (see also Maintenance 
Schedule). Your VW dealer uses a grease 
gun with a tapered nozzle, 

If upon inspection the door locks are not 
working properly they should be lubri- 
cated with a few drops of oll after the plug 
has been removed from the access hole. 
To lubricate the lock cylinder dip the key 
into graphite, insert it and turn it a few 
times in the lock, 


Container for windshield 
washer fluid (1) 


As clear water is usually not adequate for 
cleaning the windshield, add a cleaning 
solution to the water such as a windshield 
washer anti-freeze & solvent. 


lt is a concentrate, so follow the direc- 
tions on the can for the correct amount to 
be used. 


You can use this solution all year round. It 
helps to keep your windshield clean, and 
prevents freezing of the washer fluid in 
‘he winter. 


The windshield washer container is 
located under the front hood. 


To add washer fluid, just unscrew the 
filer cap. The container can be filled to 
the top. 


The capacity of the container is listed 
under “Capacities” 


Since the spare tire supplies the pressure 
to operate the washer, it should always 
be kept up to a pressure of 42 psi (3.0 
kg/om?). To pressurize the spare tire, see 
page 41. 


Brake fluid reservoir (2) 


The brake fluid reservoir is located under 
the front hood on the left side as seen in 
driving direction. 

The brake fluid should always be above 
the seam edge near the top of the reser- 
Voir. If it drops below this point, the cause 


should be corrected by your Volkswagen 
dealer. 

Every 2 years, the brake fluid has to be 
replaced 
See Ma 


mance Sched: 


Only new, unused DOT 3 - or DOT 4 - 
brake fluid that meets the SAE recom- 
mendation J 1703 and conforms to 
Motor Vehicle Safety Standard 116 must 
be used. 


Do not add or mix DOT 5 silicone type 
brake fluid with the brake fluid in your 
car as severe component corrosion may 
result. Such corrosion could lead to 
brake system failure. 
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Battery (12 Volt) 


The battery is under the rear seat on the 
right, as seen in driving direction. Just 
take the rear seat out (see page 38) 


The electrical system depends mainly on 
the battery. Therefore, the battery should 
be checked regularly and kept in good 
working condition, 


See also CAUTIONS on page 49. 


Checking battery fluid level 


Each filler plug has to be unscrewed to 
check the fluid level in each cell, If it is 
below the indicator, top it up with distilled 
water. Only fill up to indicator, otherwise 
the electrolyte will overflow when the 
battery is being charged and cause 
damage. 


How often water must be added to the 
battery depends mainly on operating 
conditions and on the time of year. As a 
general rule, the battery electrolyte level 
must be checked more often in the 
summer than in the winter, and more 
often when driving long distances. 


Do not let battery acid come in 
contact with skin, eyes, fabric, or 
painted surfaces. 


It you get electrolyte, which is an acid, 
In your eyes or on your skin, immedi- 
ately rinse with cold water for several 
minutes and call a doctor. 


Cleaning terminals and connections 


The terminals and connections should be 
kept clean and greased with silicone 
spray or petroleum jelly. Make sure the 
ground connection to the body is tight 
and free of corrosion, 


When working on the battery, be sure 
not to short circuit the terminals. This 
would cat the battery to heat up 
very quickly, which could lead to 
damage. 


Never drive the car with a discon- 
ne 1d battery as this may damage 
the electrical system. 

Do not expose the battery to an open 
flame or electric spark. Hydrogen gas 
generated by the battery is explosive. 


Charging of Battery 


WARNINGS 


Charge battery in a well ventilated 
area. Keep away an open flame or elec- 
trical spark. Do not smoke. Hydrogen 
gas generated by the battery is explo- 
sive. 


Electrolyte fluid that has squirted out 
during charging should be washed off 
with a solution of warm water and 
baking soda to neutralize the acid. 


If you get electrolyte, which is an acid, 
in your eyes or on your skin, immed 
ately rinse with cold water for several 
minutes and call a doctor. 


Never charge a frozen battery. It may 
explode. Allow a frozen battery to 
thaw out first 


Never use a fast charger as a booster 
to start the engine. This may seriously 
damage the car's electrical system 
and the charger. 

Fast charging a battery is dangerous 
and should only be attempted by a 
competent mechanic with the proper 
equipment. 


See also CAUTIONS on page 49. 


Slow battery charging 


@ it is not necessary to take out 
the battery from under the rear seat, 
and it is also not necessary to discon- 
nect the cables. Vent caps may be left 
‘on, but loosen them to assure proper 
venting. 

@ Make sure the electrolyte level in each 
cell is near the indicator. If necessary, 
top up with distilled water. 


Heed all warnings and follow instruc- 
tions that come with your battery 
charger. 


1-Charging rate not over 6 Amp. 
Normally, a battery should be charged 
at no more than 10 percent of its rated 
capacity. For example, @ charging 
current of 4.5 Amp. would be used on 
a battery having 45 Ah. Rated capacity 
of the battery in your car is listed on 
the battery housing. 

2-Connect charger cables and switch 


on charger. 
Do not connect or disconnect 
charge; cabtcs wile charger is 
oper=\ing 
3-After charging (urn of charger and 
cisconnect chercer HES, 
4-Tiahtan vant ¢ 


To take out battery from car 

1-Take out the rear seat (see page 38). 
2-Take out the jack (see page 41). 
3- Disconnect negative ground strap. 
4- Disconnect positive cable. 


5-Unscrew bolt of holding plate (see 
arrow in picture on previous page) 
with socket wrench. 
Vent caps should be on when taking 
out the battery to avoid fluid spill- 
age. 


To reinstall battery in car 

1 Place battery in car and tighten bolt of 
holding plate. 

2- Reconnect positive cable. 

3- Reconnect negative ground strap. 

4- Reinstall jack (see page 41) 

5- Reinstall rear seat (see page 38) 
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Emergency starting with jumper cables 


Warnings 


@ Improper use of a booster battery 
to start a car represents an explo- 
sion 


generate ex- 
p sparks, flame 
and lighted cigarettes away from 
batteries. 


@ If battery is frozen, thaw it out first, 
Otherwise it may explode. 


@ Check electrolyte level of each cell. 
If necessary, fill with distilled water 
up to Indicator in each cell, 


@ Make sure the voltage of both 
batteries is the same. You can tell 
by checking whether each battery 
has the same number of vent caps. A 
12-Volt battery has 6 vent caps. 


@ Make sure vehicles are not touching. 


@ Car with discharged battery: turn off 
lights and accessories. 
Ignition key should be removed. 
Move lever to Neutral 
Set parking brake, 


© Car with booster battery should be 
running, 


@ Remove vent caps from booster 
battery and discharged battery. Prefer- 
ably lay a cloth over open vents, This 
reduces explosion hazard 


To avoid serious injury and damage to 
car, heed all warnings and instructions. 


See also CAUTIONS on page 49. 


How to use jumper cables 

Improper hook-up of booster cables can 
ruin the alternator. Always connect 
POSITIVE (+) to POSITIVE (+), and 
NEGATIVE (—) to NEGATIVE (—). 


1- Using red jumper cable, connect one 
end with clamp to positive (+) 
terminal (1) of discharged battery. 

2~- Connect opposite end of cable to posi- 


tive (+) terminal (2) of booster 
battery. 

3-Usina black cable, connect one end 
with clamp to negeiive {—) terminal 
(8) of booster batiory. 

4- Connect opposite end oj cable (4) to 
chassis connection of ground sirap of 


he car with discharged batter 


5- Start your car in the usual manner. 

6~Remove jumper cables from both 
vehicles in exact reverse order: Steps 
4 through 1. 


A ~ DISCHARGED BATTERY 

B - BOOSTER BATTERY 

X= To chassis connection of ground 
strap 


CAUTION - 
Converter 


Cars with Catalytic 


Do not push or tow such a car to start. 
Damage to the catalytic converter 
and/or other parts of the car may result, 


Emergency towing 
with tow rope 


Always observe local laws and munic- 
ipal ordinances governing towing. 


In an emergency, your VW can be towed 
with a tow rope, but for short distances 
only. 

Securely fasten the tow rope around the 

left or right bumper bracket at front or 

rear. 

@ Place gearshift in Neutral. 

@ Release parking brake. 

@ Turn on ignition to unlock steering 
and to be able to operate turn signals, 
horn, stop lights and, if necessary, 
windshield wipers and washer. 

Caution 

Do not leave the ignition on for long 

periods of time with the engine not 

running, as damage to the ignition 
system may result. 


© The driver of the towing car must be 
very careful when driving off and 
shifting to avoid sudden and abrupt 
jerks. 

© The driver of the towed car must 
always keep the tow rope taut. 

It you are towing another car, it shud 

not be heavier than your VW. 


Emergency towing by 
commercial tow truck 


When your car has to be towed by a 
commercial tow truck, do not let the 
vehicle be raised by the bumper 
brackets, as this may damage the 
energy absorbing elements in the 
brackets. 


Never allow passengers to ride in a 
towed vehicle for any reason. 
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Trailer hauling 


Your Volkswagen was primarily designed 
for passenger transportation, It is 
possible, however, to tow a trailer with 
your car, The maximum permissible 
traller gross weights, trailer tongue 
loads and high altitude load limits are 
listed under “Permissible Trailer 
Weights”. 

When towing a trailer, your safety and 
satisfaction depend upon... 

..8N appropriate trailer hitch (available 
through VW dealers), or other suitable 
towing equipment specifically designed 
for your car. 


. brakes installed on the trailer, if your 
trailer will exceed 882 Ib or 400 kilograms 
loaded weight. Keep in mind that “loaded 
weight” includes the trailer’s weight plus 
everything you add to it. Never exceed 
the specified load capacity of the trailer 
nor the specified towing capacity of 
your car, 

.the necessary electrical hook-ups 
between car and trailer to operate turn 
signals, stop lights, parking lights and 
emergency flashers, 

.. Installation of — extended 
mirrors on either side to give you 
of vehicles behind the trailer and th: 


outside 


60 actions of your trailer, 


. correct and even load distribution, All 
objects inside the trailer should be held 
securely in place to guard against 
shifting, be it forward, backward or side- 
ways, Never carry a passenger in a 
moving trailer. 


... your own abllity and experience to use 
special driving skills when you begin your 
“trailering". Be constantly alert to the fact 
that you are operating two units "hitched" 
together. You are responsible for the 
safe movement of both! 


...adequate maintenance of your ‘rig’. 
Primarily designed for passenger trans- 
portation, your car is now performing a 
service it was not intended for. The addi- 
tional load will affect durability and 
economy of performance, More frequent 
lubrication and maintenance services 
than normally required will be necessary 
to keep car and trailer in top notch condi- 
tions, 


+ YOUF own good judgement and know- 
ledge of “trailering’, Be informed about 


laws sya reguistions o} (he Interstate 
Comnieice Commission anc of the indi- 
vidue| states you plan on visting. Consult 
your VW dealer and the trailer manufac- 
uver before you (ake i9 the highway. 


Troubleshooting 


Your Volkswagen should repay you with 
troublefree driving if it receives regular 
maintenance and proper care. Should you 
ever encounter difficulties in starting your 
engine or have trouble on the road, there 
are a few repairs which you can make to 
get your car going again. 


@ Move disabled car well off the 
road, Turn on emergency flasher 
lights, If necessary mark vehicle 
with road flares or other warning 
devices. 


@ If you are not fully familiar with 
Proper repair procedures, do not 
attempt the checks, adjustments 
or repairs described on these 
pages. 


© Always support your car with 
suitable stands if it is necessary to 
work underneath the vehi The 
jack supplied with the car is not 
adequate for this purpose. 


@ Be extremely cautious when 
working on any part of the car to 
prevent accidental injury. Remove 
neckties or necklaces; tie long hair 
back behind your head. Disconnect 
the battery ground cable after 
tuming off the engine before 
working on the electrical or fuel 
system to prevent sparking. Only 
connect battery if this is necessary 
for certain tests. 


Note: The adjustment of idling and igni- 
tion timing requires special equipment 
and should only be carried out by a VW 
de 


See also CAUTIONS on page 49. 


Locate the condition and probable cause 
of your trouble in the list on the following 
pages and follow the directions on what 
to do. If the trouble is serious or if you are 
uncertain as to its origin, be sure to see 
a WW dealer or qualified mechanic as 
soon as possible. 


Condition 


A ~ Car will not start, engine will not 
turn over or turns over too slowly 


Probable Cause 


What to do 


1. Run down or dead battery, 


2. Loose connections: 
@ ~ at batte 


1. Charge or replace battery. Check cause 
of high current consumption. 


2.Make sure that all connections are tight: 
a~check connections at battery and 
ground strap, retighten as necessary 
b-check solenoid connections on starter. 


© Comac) dealer, 


a1 


If you are not fully familiar with proper repair procedures do not attempt the checks or repairs described on this page. 


See also CAUTIONS on page 49. 


Condition 


Probable Ca 


What to do 


B - Engine turns over but will 
not start. 


1,No fuel in the tank, 
2, Improper starting, 
3, Dampness in engine compartment, 


4, Dampness in distributor, 


5, Spark plugs wet, sooty or dirty 


6. Other failure in ignition or fuel 
injection system, 


1. Fill up tank, 
2, Refer to “Starting hints” 


3, Dry ignition coll, ignition wires and 
distributor components. 

4, Remove distributor cap and rotor and 
dry them carefully, especially Inside 
of cap, with lint-free cloth. 

5. Install new plugs and check electrode 
gaps (0.028 in/0.7 mm). 

6, Contact nearest VW dealer. 


© ~ Warm engine hard to start, or 
car hard to start in winter, 


1. Improper starting, 
2. Failure in fuel injection system, 


1, Refer to “Starting hints" 


2, Check all electrical and fuel connections 
in engine compartment for tightness, 
If engine still does not start, contact 
nearest VW dealer. 


D - Engine stutters, misfires and 
stalls after starting. 


1. Failure in ignition system, 
2. Failure ii) (vel injection syste 


1, Refer to para, B 3 and B 4, 


2. Check all electrical and fuel connections 
in engine compartment for tightness. 
If cause cannot be corrected, contact 
eorest VW dealer, 


if you are not fully familiar with proper repair procedures, do not attempt the checks or repairs described on this page. 


See also CAUTIONS on page 49. 


Condition 


Probable Cause 


What to do 


E - Engine at proper operating tem- 
perature stalls while driving car, 
especially when accelerating. 


1. Dirty spark plugs. 


2. Failure in ignition system. 


3. Failure in fuel injection system. 


1. Clean plugs, check for carbon deposits, 
replace plugs if necessary. 


2. Refer to para. B3 and BA. 
Check points. 


3. Contact nearest VW dealer. 


F - Engine knocks (pinging) 


1. Octane rating of gasoline not 
correct. 


2. Incorrect ignition timing. 


1.Fill up tank with fuel of proper octane 
rating. See “Fuel supply”. 


2. Ignition timing should be set to 
specifications. See your VW Dealer. 


G - Oil pressure warning light 
comes on while driving. 
(Brake warning light also comes 
‘on due to design of electrical 
system. In case of brake 
failure, only brake warning 
light will come on.) 


Oil pressure too low. 


Stop immediately, turn off engine and 
check oil level. if oil level is as required 
(see “Engine oil checking”), check warning 
light and oil pressure switch connections. 
If cause cannot be corrected, contact 
nearest VW dealer. 
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If you are not fully familiar with proper repair procedures, do not attempt the checks or repairs described on this page. 


See also CAUTIONS on page 49. 


Condition 


Probable Cause 


What to do 


H = Alternator warning light 
comes on while driving, 


1. Vebelt for alternator and blower 
fan may be slipping or broken, 


2. Alternator does not charge. 


3, Fuse 12 in the fuse box 
(see page 38) may be blown 


| 1, Stop at once, turn off engine and adjust 

or replace V-belt (see “Adjusting or 

replacing V-belt") because the blower 

fan has stopped working and no 

longer provides for engine cooling. 

| 2.Do not touch V-belt when engines is running. 
if V-belt runs properly without slipping, 
turn off all unnecessary electrical 
equipement and drive to the nearest VW 
dealer, as other wise the battery will 
soon run down. 

3. Replace fuse. If it blows again, do not 

drive on, because the turn signals will not 
work. Ask for assistance. 


J = Brake warning light comes on 
when the brakes are applied, 


Failure in one circuit of the dual 
brake system, 


See "Brake warning light” for what to do. 


K = Strong fuel odor while parked or 
driving. 


Leak in fuel cap, fuel lines or fuel 
evaporation control system. 


L - Strong odor of hot oil 
and increased engine noise. 


Craniease ventilation syste 
disconnected or broken, 


Turn off engine. 

Check fuel cap, all lines and connections, 
| Seal leaks it possible. 

Contact nearest VW dealer. 


Warning 


Never smoke or use an open flame 


that could ignite fuel vapor: 


ana of, engine. 
Foseniact crankcase ventilation hose, 
© replece if necessary. 


EMISSION CONTROL SYSTEM 


In the Interest of Clean Air 


Pollution of our environment is of increasing concern to all of 
us, We urge you to join us in our efforts for cleaner air in 
controlling the pollutants emitted from the automobile. 


Volkswagen has long recognized its responsibilities not only 
toward its customers but also toward the public in general. We 
have developed an emission control system that controls or 
reduces those parts of the emission that can be harmful to our 
environment. Your Volkswagen is equipped with such a system 


Volkswagen warrants your new vehicle under the terms and 
conditions set forth in the Warranty and Maintenance booklet. 
You, as the owner of the vehicle, have the responsibility to 
provide regular maintenance service for the vehicle, as speci- 
fied in the maintenance schedule, and to keep a record of all 
maintenance work performed. Volkswagen dealers have VW 
trained mechanics and special tools to offer fast, efficient 
service. 


How Emission Control Works 

When an automobile engine is running, it uses energy 
generated through the combustion of a mixture of air and fuel. 
Depending on whether a car is driven fast or slow or whether 
the engine is cold or hot, some of the fuel (hydrocarbons) may 
not be burned completely but be discharged into the engine 
crankcase or exhaust system. Additional hydrocarbons may 
enter the atmosphere through evaporation of fuel from the fuel 
tank. These hydrocarbons released into the air contribute to 
undesirable pollution. 

In addition, carbon monoxide (CO) and oxides of nitrogen 
(NOx) contribute to harmful engine emissions. They, too, are 
formed during combustion and discharged into the exhaust 
system. 

To reduce these pollutants all Volkswagens are equipped with a 
special emission control system. 

Your Volkswagen may have all or part of the following major 
components: 


Controlled Combustion System 

The amount of pollutants emitted from an engine greatly 
depends on the combustion of the air/fuel mixture. Complete 
burning of the air/fuel mixture is, therefore, very important. An 
improved combustion process in your Volkswagen makes it 


poouie> to keep harmful emissions from the engine at the 
reoulres low level 

Your Volkswagen is equipped with a precisely calibrated fuel 
in ection system to assure a finely balanced air/fuel mixture 


usar 2!) operating conaitions, 
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Crankcase Ventilation 


Through crankcase ventilation harmful emissions from the 
engine crankcase are not permitted to reach the outside atmos- 
phere. These emissions are recirculated to the air cleaner. From 
here the emissions mix with the air/fuel mixture in the intake 
system and are later burned in the engine (see lilustration) 


Exhaust Gas Recirculation (EGR) 


Some of the exhaust gas from the engine is diverted before it 
enters the muffler. This gas is routed back into the intake mani- 
fold. An exhaust gas recirculation valve controls the flow to the 
intake manifold. The exhaust gas recirculated into the combus- 
tion chambers of the engine helps lower the formation of oxides 
of nitrogen (NOx) during the combustion process (see illustra 
tion). 


Catalytic Converter (where applicable) 


The catalytic converter is an efficient “clean up” device built into 
the exhaust system of your car to further help reduce engine 
pollutants, Harmful carbon monoxide and hydrocarbons in the 
exhaust gas are chemically changed into harmless carbon 
dioxide and water vapors before they pass to the outside 
through the muffler (see illustration). 


The use of unleaded fuel, however, is critically important for 
the life of the converter, Deposits from leaded gasolines and 
fuel additives containing sulfur, zinc, nickel or bariur will ruin 
the catalyst and make it ineffective as an emiss!o) ciaar-\\ 
device, Therefore, only unleaded gasoline without hare 
additives must be used. 


(2-653) 
41 - Auxiliary air valve 
12 Decel. Control vaive 
43 - Distributor 
14 - Fuel injection valves 
15 ~ Crankcase ventilation 
16 - Indicator light for EGR* 
* where applicable 


Emission Control System 
1- Air cleaner 

2~ Air metering 

device 

3- Throttle valve unit 
4-Intake manifold 

5 - Exhaust manifolds 

teat exchangers 
talyst (Catalytic 
onverter)* 

Mulfier 


Exhaust and air lines 


Control lines (vacuum) 


mechanical linkage 


Fuel Evaporation Control 
The sealed Volkswagen fuel evaporation system prevents gaso- 


line vapors from escaping to the atmosphere through the 
following controls: 


Fuel tank venting 


A separator for the fuel tank and vent lines are part of the fuel 
tank vent system, These components prevent fuel from 
escaping to the outside at extreme high outside temperatures 
and when the car is driven or parked at an incline or in any other 
non-level position. 


Carbon canister 


Vapors from the fuel tank are trapped in a canister filled with 
carbon, This canister is also connected to the fuel tank vent 
system, 


This is how it works: 


Fuel vapors pass through the carbon canister and deposit 
hydrocarbons on the surface of the carbon. When the engine Is 
running, fresh air entering the carbon canister through. an 
opening cleans the carbon and routes the hydrocarbons via the 
ait cleaner back to the engine where they are burned curir 
normal combustion. 


How fuel evaporation control works '5 shown in the stustration, 


1 - Fuel tank with 


2- 


4 
5 
6 
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7 - Canister vent line (vacuum) 
8 - Air cleaner 
9-Intake manifold 
10 - Fan housing 
11 - Gravity controlled 
shut-off valve 


expansion chamber 
Separator 

Fitar vent line 

uel lank vent lines 
Jaroon canister 

anistor vont tina (prassure) 
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An important word of CAUTION on the Emission Control System in your car 


Your car Is equipped with an Emission 
Control System, The major components 
of this system are Exhaust Gas Recircul 
tion (EGR) and Catalytic Converter (Cali- 
fornia cars only). 


The EGR system Is designed to recircu- 
late @ portion of the exhaust gases into 
the combustion chambers of the engine, 
and thus helps lower the formation of 
oxides of nitrogen (NOx). 


The catalytic converter, an efficient 
"clean-up" device built into the exhaust 
system of your car, changes carbon 
monoxide and hydrocarbons in the 
exhaust gas into carbon dioxide and 
water vapors before being released to the 
atmosphere. 


To assure efficient operation of the 

Emission Control Control System: 

@ Have your car maintained properly in 
accordance with the service recom- 
mendations listed in the Mainte- 
nance Schedule. Lack of proper main- 
tenance, especially of the fuel and 
ignition systems, as well as 
improper use of the vehicle could 
lead to damage. 

@ Do not alter or remove any compo- 
nent of the Emission Control System 
unless approved by the manufac- 
turer, 

©@ Do not alter or remove any device, 
such as switches, valves, which are 
designed to protect your car and the 
environment. 

@ Do not continue to operate your car 
if you detect engine misfire or other 
unusual operating conditions. 


Starting 

Do not leave engine idling unattended 
after slarting © warming lights should 
come on ty indicate Improper operation, 
they would go unease, Extended 
idling flso produces foal, waich could 


roother damage 


cesullt in ovesne=ting 
D r property. 


‘© the car or o 


Parking 

As with any vehicle, do not park or 
operate your car in areas where 
combustible materials, such as dry 
grass or leaves, can come into contact 
with a hot exhaust system. 


Undercoating 

Do not apply additional undercoating or 
tustproofing on or near the exhaust 
manifold, exhaust pipes, or catalytic 
converter. During driving, the substance 
used for undercoating could overheat 
and cause a fire. 


Cars with catalytic converter 
(California models) 


Do not turn the ignition off while the car 
is moving. Immediate damage to the 
catalytic converter will result if you turn 
the Ignition off while your car is moving, 
or if you try to push-start the car... 
because under these —_ conditions 
unburned fuel can reach the catalytic 
converter. 

Do not drive if you detect engine misfire 
or other unusal operating conditions, as 
iis could result in overheating of the 
catalytic converter. 


Engine 


Transmission 


TECHNICAL DATA 


Four oylinder, four stroke, horizontally opposed, in rear, 

Air cooling by fan, thermostat-controlled 

Pressure oil feed with gear-type pump. Oil cooler. 

Electric fuel pump. Electronically controlled fuel injection 

Paper element air cleaner with temperature sensitive intake air pre-heating 
Exhaust emission control system. Activated charcoal filter (carbon 
canister) in the fuel system 


Ee eee: cee « «8.86 in/85.5 mm 
Stroke... . . 2.72 in/69 mm 
Displacement. . . 96.6 cu in/1584 cme 
Compression ratio 7S 


Maximum output SAE net. ........ . 48 hp at 4200 rpm 
Maximum torque SAE net......... . 75 Ib ft at 2200 rpm. 


Valve clearance with engine cold... . . . Intake and exhaust 0.006 in/0.15 mm 
Pe at sn Sige tie we . . . VWs with catalytic converter: Unleaded fuel 


only. All other VWs: “Regular”, 
incl. low-lead or unleaded fuels. 
See also page 24 


* The minimum fuel octane rating for your VW engine is listed on a sticker on the inside of the fuel tank flap 


Single plate, dry olutch 
Baulk synchronized four-speed transmission and bevel gear differential in 
one housing. 


Drive shafts with two constan ‘ocily joinis per shaft. 
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Chassis 


Platform frame with tunnel shaped center member; engine/transmission unit bolted to rear frame 
fork, Frame head for front suspension attachment. 


Independent wheel suspension, trailing arms and diagonal links at rear. 
Suspension struts at front, attached to frame head by track control arms and stabilizer. 
Springing: torsion bars at rear, telescopic shock absorbers both front and rear. Coil springs at front. 


Steering (energy absorbing) with maintenance free tie rods, Rack and pinion steering. 


Hydraulic dual-circult foot brakes with drums at front and rear; mechanical parking brake effective on 
rear wheels. 

Wheelbase a 
Turning circle, curb to curb 
Track at front 

Trackatrear........ 
Wheels... . 


Tires, tubeless . 
Tire and rim size, 
tire pressures... ..... . See sticker on the inside of the fuel tank flap. 


95.3 in/2420 mm 

29.5 ft/9 m 

54.9 in/1394 mm. 

53.1 in/1349 mm. 

4%/2 J x 15 safety rim wheels 
Steel belted radial tires 


Electrical system 


Dimensions and weights 


Voltage . 
Battery... . 
Starter . . 
Alternator. . . 
V-belt size 
Ignition distributor. . . . 
Firing order. . 
Ignition timing 


Contact breaker gap. 
Spark plugs . 
Plug thread. 

Electrode gap 


Length . 
Width 
Height ee aac. 
Ground clearance . 

Vehicle capacity weight * 
Gross vehicle weight . . 
Gross axle weight, front. 

rear. 


. 12 Volt 
. 45 Ah 

. 14 hp 

» 700 Watt (14 Volt/50 Amp.) 

~ 11.3 x 912 LA *XDA" ("DA" = 
. with combined vacuum and centrifugal spark advance 

aioe Saar 

. for correct specifications for your engine, see label in engine 


low stretch factor) 


compartment 


. 0.016 in/0.4 mm 

. Bosch W 145 M 1, Beru 145/14 L, Champion L 288 
14mm 

. 0.028 in/0.7 mm 


~ 164.8 in/4187 mm 


62.4 in/1585 mm 
59.1 in/1500 mm 
5.9 in/ 150 mm 
see sticker on the inside of the fuel tank flap 


see Safety Compliance Sticker on the left 
doorjamb (see also page 7). 


Permissible trailer gross weights": 


Trailer without brakes. . 
Trailer with brakes. . . . 
Trailer tongue load . . . 


* Less, it an VW Alr Condition, 

** Traller weights listed are in & 
‘above soa level. For higher 
Gerond 


nthe wen rehg pooled by th valet one 


882 1b/400 kg 
1764 1b/800 kg (on gradients up to 12%) 
110 Ib/ 50 kg 


femur nlc © gine and 
ralle —* oul be reduced 


brake capacity. They apply o gradients specified up to 3000 ft/1000m 
‘by 1088 for each addtional 3000 f1/1600m. The listed welghis also 


U.S. Metric 


Ws with catalytic 
converter: 

Unleaded fuel only. 

PUI aN ce cckir eee ars 11.0 gal 41.5 liters |} All other VWs: “Regular”, 
| incl. low-lead and 
unleaded fuels (see also 


page 24). 
Engine oil 
NOME i nsctaene a uate | 26at 2.5 liters "For Service API/SE" 
| (see page 73) 
Transmission: { Hypoid oil * 
atoilchange.........| 26at 2.5 liters (see page 73) 
Windshield washer 
container... ........ 2.4.at 2.0 liters Fluid (see page 55) 
Operating pressure.....| 42 psi 3.0 kg/omé | 


* Does not have to be changed. 


Performance Maximum and cruising speed... .......055 80 mph/128 km/h 


Lubricants 


Engine oil 

Always use a name brand oil labeled “For Service API/SE" for the engine of 
your Volkswagen. 

Engine oils are graded according to their viscosity, The proper grade to be 
used in your engine depends on existing climatic or seasonal conditions. 
The table on the right contains the grading for oils to be used in your VW 
engine. 

As temperature ranges of the different oil grades overlap, brief variations in 
outside temperatures are no cause for alarm. It is also permissible to mix oil of 
different viscosities if you find it necessary to add oil. 


Transmission oil 


In general all year round, the transmission of your Volkswagen requires hypoid 
oil SAE 80 W or SAE 80 W/90 (multigrade) according to MIL - L 2105 API/GL 
4 specifications. This hypoid oil does not have to be changed. 


Lubricant additives 


If your Volkswagen is properly maintained, it is uneconomical to mix any type 
of additive with fuel or lubricating oils. 


Grease 

1 - Multi-purpose grease with a lithium base should be used for the door 
hinges. 

2~ Dry stick lubricant should be used for the hood loc'«= and tho slicing 
surface of the striker plates. 

3 - Silicone spray or petroleum jelly should be used {> the britery ter 
nals and posts. 


Tren 
8. | |83las 
Pal VBS |22 155 
Temperate | 0 i 33193198 
3 oo 
5 Bare 
E EB 5 
wee [| 4 


When using single grade SAE 10 W or 
multi grade SAE 5 W-20 engine oil 
avoid high speed long distance 
driving if the outside temperature 
rises above the indicated limit. 
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GAS STATION INFORMATION 


Fuel recommendation 

“Regular", incl, low-lead or unleaded 
fuels, 91 RON (87 C.L.C. rating) 
California cars: 

UNLEADED FUEL ONLY 


Fuel cap 


Above right front fender. To close, turn 
cap until it clicks, 


Front seats 
Seat adjustment: Backrest release: 
Pull lever - A ~ Lift lever - B - 


in front of seat on outboard side 


of backrest. 


A= Seat 
adjustment 


B = Backrest 
release 


Starting 

Start in Neutral only. 

Itis not necessary to depress the acceler- 
ator pedal when starting. Electronic fuel 
injection automatically provides correct 
fuel/air mixture for starting. 

Refer to page 58 for "Emergency starting 
with jumper cables". 


Engine oil dipstick 

Check oil level 5 min. after engine has 

stopped. Level should be between “min” 

and “max” marks on dipstick. Difference 

between marks is approx. 1.3 U.S. gt or 

1,25 liter). 

C = Oil dipstick D = Dipstick with 
min, and max. 
marks 


Chassis number (Serial No., VIN) 


Visible through driver's side of wind- 
shield. 


Engine oil grades 
Use quality oil labeled “For Service 


API/SE". See oil viscosity chart on page 
73. 


Transmission oll 

Transmission and final drive have a life- 
time filling of hypoid oil Mil-L-2105 API/GL. 
4 SAE 80 W or SAE 80 W/90 (multi grade) 
all year, 


E = Engine 
oil filler cap 


Fuse box 
Under dashboard 


Additional fuses for: 
Back-up lights ~ in engine compartment 
above ignition coll, 

Rear window defogger (main current) ~ 
under rear seat on left. 

See page 37, 

Hood release, front 

Pull release inside glove compartment. To 


lock hood, lower hood, press handle 
down firmly until hood locks. 
Brake fluid 
reservoir 


Under front hood 
Brake fluid level 
should be above 
seam edge near 
top (F). 

Only new, unused DOT 3 - or DOT 4 - 
brake fluid that meets the SAE recom- 
mendation J 1703 and conforms to 
Motor Vehicle Safety Standard 116 must 
be used. 

Do not add or mix DOT 5 silicone type 
brake fluid with the brake fluid in your 
cal yevere component corrosion may 


result. Such corrosion could lead to 
brake system failure. 


Tire pressure 
See sticker on inside of fuel tank flap. 


Spare wheel 

Under front hood. 

Spare tire supplies pressure to operate 
washer. Maintain at 42 psi (3 kg/cm?) 
Disconnect hose from valve (G). Pres- 
surize spare tire by this valve. 


Spare tire removal 


Disconnect windshield washer hose from 
tire valve. 


Windshield washer container 


Unscrew cap (H), add water and cleaning 
solution. Follow mixture instructions on 


Battery 
Under rear seat. 


Take out rear seat first - see page 38. 
Check each cell, Top up with distilled 
water. 


J = Battery 


K = Jack 


Jack 
Under rear seat next to battery. 


Take out rear seat first - see page 38. 


Jack port (L) 
Raises entire side for front or rear wheel 
changing 
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ENGINE 
Horsepower SAE net 
No, of cylinders 
Displacement 


48 at 4200 rpm 


4 
1584 cm#/96.6 cu in 


Type cylinder horizontally opposed, rear mount 


Cooling air-cooled 
Fuel/air supply elertroninally controlled 
fuel injection 

11.0 US. gal/41.5 liters 
2.6 US. qt/2.5 liters 


Fuel tank capacity 
Engine oil capacity 


VEHICLE LENGTH 164.8 in/4187 mm 
WIDTH 62.4 in/1585 mm. 
HEIGHT (unladen) 59,1 in/1500 mm 


BRAKES 
SUSPENSION 


STEERING 


DRIVE TRAIN 


Type 
Gears 


dual circuits, drums at front and rear 


independent front and rear, suspension 
struts at front, torsion bars at rear 


rack-and-pinion 


rear wheel drive 
4 forward, 1 reverse 


ELECTRICAL SYSTEM (12 Volt) 


Battery 
Alternator 


ry 


cass A Rtv 


Oumen's Manuals, Senvice WMianuals, 


Vintage Ads and mone... 
- ON 


celassiCARehive met 


